
Designed for 24h/7d a week operation
High efficiency all year round. This wall-mounted air 
conditioner is designed for professional, critical 
applications such as computer rooms where reliable 
cooling inside the room is necessary even with 
extreme ambient conditions.

Remote controller for better usability
Wired remote controller, which can assure the 
operation 24/7 of two server room units, thanks to 
the integrated duty rotation mode. This function 
manages rotation and backup of two units and it is 
available when connecting an optional CN-CNT 
cable (CZ-RCC5) between the controller and each of 
the two indoor units.

YKEA series for server rooms
High efficiency products for 24/7 applications. Panasonic has developed a complete 
range of solutions for server rooms which efficiently protect your servers, keeping them 
at an appropriate temperature even when the outdoor temperature is below -25�°C.

Highest energy rating in cooling
The SEER and SCOP of the Server room unit has 
been further improved to achieve top class energy 
efficiency. The 3,5�kW unit reaches now the SEER 
value of 9,6 (A+++).

Built-in Wi-Fi and compatible with Voice Assistant
The unit is ready to connect to the internet and to be 
controlled by smartphone with Panasonic Comfort 
Cloud App. Control, monitor energy consumption 
statistics and easily identify errors in case of failure.
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2

3

4

NON STOP 
OPERATION

24/7
365

Panasonic Comfort 
Cloud App

CN-CNT CN-CNT

CN-RMT

CN-CNT(A) CN-CNT(B)

Not compatible with PACi�NX outdoors and accessories. Domestic range sales conditions may apply. 
Check with your sales representative.
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Wall-mounted Professional -25�°C •�R32
• �Designed for 24h/7d a week operation
• �Wired remote controller, with optional duty rotation mode
• �Improved SEER / SCOP to achieve top class energy efficiency
• �Aerowings 2.0, for a better control of the airflow
• �Built-in Wi-Fi for instant connectivity via Panasonic Comfort Cloud 

App
• �Compatible with Google Assistant and Amazon Alexa
• �Chassis and parts designed for easier installation

SEER: For KIT-Z35-YKEA. SCOP: For KIT-Z25-YKEA, KIT-Z35-YKEA and KIT-Z50-YKEA. SUPER QUIET: For KIT-Z25-YKEA. INTERNET CONTROL: Built-in Wi-Fi.
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Accessories

CZ-RCC5 CN-CNT cables x2 for server room application, control of 2 
units, rotation, backup, etc.

PAW-WTRAY Tray for condenser water compatible with outdoor elevation 
platform

Accessories

PAW-GRDBSE20 Outdoor base ground support for noise and vibration 
absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

Kit KIT-Z25-YKEA KIT-Z35-YKEA KIT-Z42-YKEA KIT-Z50-YKEA KIT-Z71-YKEA
Cooling capacity Nominal (Min - Max) kW 2,50 (0,85 - 3,50) 3,50 (0,85 - 4,20) 4,20 (0,85 - 5,00) 5,00 (0,98 - 6,00) 7,10 (0,98 - 8,50)
EER 1) Nominal (Min - Max) W/W 4,90 (4,72 - 3,98) 4,12 (4,72 - 3,68) 3,82 (4,72 - 3,25) 3,68 (3,92 - 3,16) 3,23 (2,33 - 2,83)
SEER 2) 9,5 A+++ 9,6 A+++ 8,6 A+++ 8,6 A+++ 6,5 A++
Pdesign kW 2,50 3,50 4,20 5,00 7,10
Input power Nominal (Min - Max) kW 0,51 (0,18 - 0,88) 0,85 (0,18 - 1,14) 1,10 (0,18 - 1,54) 1,36 (0,25 - 1,90) 2,20 (0,42 - 3,00)
Annual energy consumption 3) kWh/a 92 128 171 203 382
Heating capacity Nominal (Min - Max) kW 3,40 (0,85 - 5,00) 4,00 (0,85 - 5,80) 5,30 (0,85 - 6,80) 5,80 (0,98 - 8,00) 8,20 (0,98 - 10,20)
Heating capacity at -7�°C kW 3,05 3,40 4,11 4,80 6,31
COP 1) Nominal (Min - Max) W/W 4,86 (4,72 - 3,97) 4,44 (4,72 - 3,87) 3,93 (4,72 - 3,66) 4,08 (4,26 - 3,35) 3,71 (2,45 - 3,29)
SCOP 2) 4,6 A++ 4,6 A++ 4,5 A+ 4,6 A++ 4,1 A+
Pdesign at -10�°C kW 2,70 3,20 3,60 4,20 5,50
Input power Nominal (Min - Max) kW 0,70 (0,18 - 1,26) 0,90 (0,18 - 1,50) 1,35 (0,18 - 1,86) 1,42 (0,23 - 2,39) 2,21 (0,40 - 3,10)
Annual energy consumption 3) kWh/a 822 974 1 120 1 278 1 878
Indoor unit CS-Z25YKEA CS-Z35YKEA CS-Z42YKEA CS-Z50YKEA CS-Z71YKEA
Power supply V 230 230 230 230 230
Recommended fuse A 16 16 16 16 20
Connection indoor / outdoor mm† 4 x 1,5 4 x 1,5 4 x 1,5 4 x 2,5 4 x 2,5
Air flow Cool / Heat m‡/min 11,4 / 13,8 12,7 / 14,8 13,2 / 15,2 17,4 / 19,1 19,0 / 19,9
Moisture removal volume L/h 1,5 2,0 2,4 2,8 4,1

Sound pressure 4)
Cool (Hi / Lo / Q-Lo) dB(A) 39 / 25 / 21 42 / 28 / 21 43 / 32 / 29 44 / 37 / 30 47 / 38 / 35
Heat (Hi / Lo / Q-Lo) dB(A) 41 / 27 / 22 43 / 30 / 22 44 / 35 / 29 44 / 37 / 30 47 / 38 / 35

Sound power Cool / Heat (Hi) dB(A) 55 / 57 58 / 59 59 / 60 60 / 60 63 / 63
Dimension H x W x D mm 295 x 870 x 229 295 x 870 x 229 295 x 870 x 229 295 x 1 040 x 244 295 x 1 040 x 244
Net weight kg 11 11 11 12 13
Outdoor unit CU-Z25YKEA CU-Z35YKEA CU-Z42YKEA CU-Z50YKEA CU-Z71YKEA
Air flow Cool / Heat m‡/min 27,6 / 27,6 29,8 / 29,8 29,8 / 31,0 39,8 / 36,9 44,7 / 45,8
Sound pressure 4) Cool / Heat (Hi) dB(A) 46 / 48 48 / 50 48 / 51 48 / 50 52 / 54
Sound power Cool / Heat (Hi) dB(A) 61 / 63 63 / 65 63 / 66 63 / 65 66 / 68
Dimension 5) H x W x D mm 542 x 780 x 289 542 x 780 x 289 542 x 780 x 289 695 x 875 x 320 695 x 875 x 320
Net weight kg 30 30 30 40 45

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35)
Gas Inch (mm) 3/8 (9,52)  3/8 (9,52)  1/2 (12,70) 1/2 (12,70) 5/8 (15,88)

Pipe length range m 3 ~ 20 3 ~ 20 3 ~ 20 3 ~ 30 3 ~ 30
Elevation difference (in / out) m 15 15 15 15 20
Pre-charged pipe length m 7,5 7,5 7,5 7,5 10
Additional gas amount g/m 10 10 10 15 25
Refrigerant (R32) / CO2 Eq. kg / T 0,89 / 0,60 0,89 / 0,60 0,97 / 0,65 1,13 / 0,76 1,35 / 0,91 

Operating range
Cool Min�~�Max °C -25 ~ +43 -25 ~ +43 -25 ~ +43 -25 ~ +43 -25 ~ +43
Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�Energy Label Scale from A+++ to D. 3)�The annual energy consumption is calculated in accordance to EU/626/2011. 4)�The sound pressure of the 
indoor unit shows the value measured of a position 1�m in front of the main body and 0,8�m below the unit. For outdoor unit 1�m in front and 1�m in rear side of main body. The sound pressure is measured in 
accordance with JIS�C�9612. Q-Lo: Quiet mode. Lo: The lowest set fan speed. 5)�Add 70�mm for piping port. *�Not compatible with PACi�NX outdoors and accessories. Domestic range sales conditions may apply. 
Check with your sales representative.
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Closed discharge port
When the unit is turned OFF, the flap closes completely to 
prevent dust getting into the unit and to keep the 
equipment clean.

Quiet operation
These units are among the quietest in the industry, 
making them ideal for hotels and hospitals.

Piping outlet in six directions
Piping outlet is possible in six directions of right, right 
rear, right bottom, left, left rear and left bottom, making 
the installation work more flexible.

Technical focus
• �Modern design with flat face and compact size
• �DC fan for better efficiency and control
• �Six directional piping outlet
• �nanoe��X (Generator Mark�2: 9,6 trillion hydroxyl 

radicals/sec) as standard for better indoor air quality
• �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 

allows easy system setting via Bluetoothfi
• �Easy connection and control of external fan or ERV using 

the connector PAW-FDC on the indoor unit PCB. The 
external device can be controlled by the remote control of 
the Panasonic indoor unit

PACi�NX Series Elite wall-mounted - PK3 •�R32
The wall-mounted units with stylish matt color can be offered for many 
applications such as studios, gyms, high ceiling areas and even computer 
server rooms.
The compact design and flat face ensure discreet installation, even in a small 
space.

nanoe��X as a standard.

Single phase
3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW

Kit KIT-36PK3ZH5 KIT-50PK3ZH5 KIT-60PK3ZH5 KIT-71PK3ZH45 KIT-100PK3ZH45
Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B
Cooling capacity Nominal (Min - Max) kW 3,6 (1,2 - 4,0) 5,0 (1,2 - 5,6) 6,1 (1,2 - 7,1) 7,1 (2,2 - 9,0) 9,5 (3,1 - 10,5)
EER 1) Nominal (Min - Max) W/W 4,93 (4,49 - 5,45) 4,24 (3,61 - 5,45) 3,86 (3,02 - 5,45) 3,50 (2,69 - 5,79) 3,21 (3,09 - 5,34)
SEER 2) 8,4 A++ 8,0 A++ 7,2 A++ 6,8 A++ 6,4 A++
Pdesign kW 3,6 5,0 6,1 7,1 9,5
Input power Nominal (Min - Max) kW 0,73 (0,22 - 0,89) 1,18 (0,22 - 1,55) 1,58 (0,22 - 2,35) 2,03 (0,38 - 3,35) 2,96 (0,58 - 3,40)
Annual energy consumption 3) kWh/a 150 219 297 365 520
Heating capacity Nominal (Min - Max) kW 4,0 (1,2 - 5,0) 5,6 (1,2 - 6,5) 7,0 (1,2 - 8,0) 8,0 (2,0 - 9,0) 9,5 (3,1 - 11,5)
COP 1) Nominal (Min - Max) W/W 4,82 (4,17 - 5,45) 4,15 (3,55 - 5,45) 4,19 (3,40 - 5,45) 4,00 (3,16 - 5,56) 3,88 (3,43 - 5,54)
SCOP 2) 4,9 A++ 4,7 A++ 4,8 A++ 4,7 A++ 3,9 A
Pdesign at -10�°C kW 3,6 4,5 4,6 5,2 8,0
Input power Nominal (Min - Max) kW 0,83 (0,22 - 1,20) 1,35 (0,22 - 1,83) 1,67 (0,22 - 2,35) 2,00 (0,36 - 2,85) 2,45 (0,56 - 3,35)
Annual energy consumption 3) kWh/a 1 029 1 341 1 342 1 549 2 871
Indoor unit S-3650PK3E S-3650PK3E S-6010PK3E S-6010PK3E S-6010PK3E
Air flow Hi / Med / Lo m‡/min 13,0 / 11,0 / 9,0 16,0 / 13,5 / 11,0 20,0 / 17,5 / 14,5 20,0 / 17,5 / 14,5 22,0 / 18,5 / 15,5
Moisture removal volume L/h 0,9 1,8 2,0 3,0 4,8
Sound pressure 4) Hi / Med / Lo dB(A) 35 / 31 / 27 40 / 36 / 32 47 / 44 / 40 47 / 44 / 40 49 / 45 / 41
Sound power Hi / Med / Lo dB(A) 51 / 47 / 43 56 / 52 / 48 63 / 60 / 56 63 / 60 / 56 65 / 61 / 57
Dimension H x W x D mm 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236
Net weight kg 13 13 14 14 14
nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2
Outdoor unit U-36PZH3E5 U-50PZH3E5 U-60PZH3E5 U-71PZH4E5 U-100PZH4E5
Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,60 - 3,45 - 3,30 5,60 - 5,35 - 5,10 7,40 - 7,10 - 6,80 10,3 - 9,80 - 9,40 14,60 - 14,00 - 13,40
Heat A 4,05 - 3,90 - ,3,70 6,40 - 6,10 - 5,85 7,75 - 7,40 - 7,10 10,10 - 9,65 - 9,25 12,00 - 11,60 - 11,10

Air flow Cool / Heat m‡/min 34,1 / 36,4 42,0 / 42,0 42,0 / 42,0 62,0 / 66,0 76,0 / 70,0
Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 46 / 48 47 / 50 48 / 50 52 / 52
Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 67 65 / 69 65 / 67 69 / 69
Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370
Net weight kg 42 42 43 66 84

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40 5 ~ 60 5 ~ 100
Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30
Pre-charged pipe length m 30 30 30 30 30
Additional gas amount g/m 15 15 15 30 40
Refrigerant (R32) / CO2 Eq. kg / T 1,13 / 0,76 1,13 / 0,76 1,15 / 0,78 1,95 / 1,32 2,70 / 1,82

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46 -15 ~ +52 -20�8) ~ +52
Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:New
2023

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetoothfi, white
CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetoothfi, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetoothfi, black
CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetoothfi, black
CZ-RTC5B Wired remote controller with Econavi function and datanavi
CZ-RWS3 Infrared remote controller

Accessories
CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4 Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption
PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm
CZ-CENSC1 Econavi energy saving sensor

Infrared 
remote 
controller.
CZ-RWS3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

CZ-RTC5B
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SEER and SCOP: For S-3650PK3E + U-36PZH3E5. INTERNET CONTROL: Optional.

Three phase
7,1�kW 10,0�kW

Kit KIT-71PK3ZH48 KIT-100PK3ZH48
Remote controller CZ-RTC5B CZ-RTC5B
Cooling capacity Nominal (Min - Max) kW 7,1 (2,2 - 9,0) 9,5 (3,1 - 10,5)
EER 1) Nominal (Min - Max) W/W 3,50 (2,69 - 5,79) 3,21 (3,09 - 5,34)
SEER 2) 6,7 A++ 6,3 A++
Pdesign kW 7,1 9,5
Input power Nominal (Min - Max) kW 2,03 (0,38 - 3,35) 2,96 (0,58 - 3,40)
Annual energy consumption 3) kWh/a 370 526
Heating capacity Nominal (Min - Max) kW 8,0 (2,0 - 9,0) 9,5 (3,1 - 11,5)
COP 1) Nominal (Min - Max) W/W 4,00 (3,16 - 5,56) 3,88 (3,43 - 5,54)
SCOP 2) 4,7 A++ 3,9 A
Pdesign at -10�°C kW 5,2 8,0
Input power Nominal (Min - Max) kW 2,00 (0,36 - 2,85) 2,45 (0,56 - 3,35)
Annual energy consumption 3) kWh/a 1 549 2 871
Indoor unit S-6010PK3E S-6010PK3E
Air flow Hi / Med / Lo m‡/min 20,0 / 17,5 / 14,5 22,0 / 18,5 / 15,0
Moisture removal volume L/h 3,0 4,8
Sound pressure 4) Hi / Med / Lo dB(A) 47 / 44 / 40 49 / 45 / 41
Sound power Hi / Med / Lo dB(A) 63 / 60 / 56 65 / 61 / 57
Dimension H x W x D mm 302 x 1 120 x 236 302 x 1 120 x 236
Net weight kg 14 14
nanoe�X  Generator Mark�2 Mark�2
Outdoor unit U-71PZH4E8 U-100PZH4E8
Power supply V 380 - 400 - 415 380 - 400 - 415

Current
Cool A 3,45 - 3,25 - 3,15 4,95 - 4,70 - 4,50
Heat A 3,40 - 3,20 - 3,10 4,10 - 3,90 - 3,70

Air flow Cool / Heat m‡/min 62,0 / 66,0 76,0 / 70,0
Sound pressure Cool / Heat (Hi) dB(A) 48 / 50 52 / 52
Sound power Cool / Heat (Hi) dB(A) 65 / 67 69 / 69
Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370
Net weight kg 66 82

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 60 5 ~ 100
Elevation difference (in / out) 7) m 15 / 30 15 / 30
Pre-charged pipe length m 30 30
Additional gas amount g/m 30 40
Refrigerant (R32) / CO2 Eq. kg / T 1,95 / 1,32 2,70 / 1,82

Operating range
Cool Min�~�Max °C -15 ~ +52 -20�8) ~ +52
Heat Min�~�Max °C -20 ~ +24 -20 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / �s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1�m in front of the main body and 1�m below the unit. The sound pressure is 
measured in accordance with Eurovent 6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas 
tubing side indoor unit. 7)�Outdoor unit located lower / outdoor unit located higher. 8)�Pipe length up to 30�m. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe��X OFF.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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PACi�NX Series Standard wall-mounted - PK3 •�R32
The wall-mounted units with stylish matt color can be offered for many 
applications such as studios, gyms, high ceiling areas and even computer 
server rooms.
The compact design and flat face ensure discreet installation, even in a small 
space.

Single phase
3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW

Kit KIT-36PK3Z5 KIT-50PK3Z5 KIT-60PK3Z5 KIT-71PK3Z5 KIT-100PK3Z5
Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B
Cooling capacity Nominal (Min - Max) kW 3,6 (1,5 - 4,0) 5,0 (1,5 - 5,6) 6,1 (2,0 - 7,1) 7,1 (2,6 - 7,7) 9,0 (3,0 - 9,7)
EER 1) Nominal (Min - Max) W/W 4,14 (3,74 - 5,88) 3,52 (3,03 - 6,25) 3,67 (3,01 - 6,90) 3,16 (2,77 - 5,00) 3,47 (3,13 - 5,36)
SEER 2) 7,6 A++ 7,4 A++ 7,0 A++ 5,8 A+ 6,5 A++
Pdesign kW 3,6 5,0 6,1 7,1 9,0
Input power Nominal (Min - Max) kW 0,87 (0,26 - 1,07) 1,42 (0,24 - 1,85) 1,66 (0,29 - 2,36) 2,25 (0,52 - 2,78) 2,59 (0,56 - 3,10)
Annual energy consumption 3) kWh/a 166 237 3,05 429 485
Heating capacity Nominal (Min - Max) kW 3,6 (1,5 - 4,6) 5,0 (1,5 - 6,4) 6,1 (1,8 - 7,0) 7,1 (2,1 - 8,1) 9,0 (3,0 - 10,5)
COP 1) Nominal (Min - Max) W/W 4,62 (4,11 - 6,52) 4,20 (3,17 - 7,50) 4,39 (3,18 - 7,50) 4,23 (3,38 - 6,36) 3,93 (3,56 - 5,36)
SCOP 2) 4,5 A+ 4,4 A+ 4,7 A++ 4,4 A+ 3,9 A
Pdesign at -10�°C kW 2,8 4,0 4,6 5,2 9,0
Input power Nominal (Min - Max) kW 0,78 (0,23 - 1,12) 1,19 (0,20 - 2,02) 1,39 (0,24 - 2,20) 1,68 (0,33 - 2,40) 2,29 (0,56 - 2,95)
Annual energy consumption 3) kWh/a 872 1 273 1 370 1 653 3 231
Indoor unit S-3650PK3E S-3650PK3E S-6010PK3E S-6010PK3E S-6010PK3E
Air flow Hi / Med / Lo m‡/min 13,0 / 11,0 / 9,0 16,0 / 13,5 / 11,0 20,0 / 17,5 / 14,5 20,0 / 17,5 / 14,5 22,0 / 18,5 / 15,0
Moisture removal volume L/h 0,9 1,8 2,0 3,0 4,3
Sound pressure 4) Hi / Med / Lo dB(A) 35 / 31 / 27 40 / 36 / 32 47 / 44 / 40 47 / 44 / 40 49 / 45 / 41
Sound power Hi / Med / Lo dB(A) 51 / 47 / 43 56 / 52 / 48 63 / 60 / 56 63 / 60 / 56 65 / 61 / 57
Dimension H x W x D mm 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236
Net weight kg 13 13 14 14 14
nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2
Outdoor unit U-36PZ3E5 U-50PZ3E5 U-60PZ3E5A U-71PZ3E5A U-100PZ3E5
Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 4,05 - 3,85 - 3,70 6,60 - 6,30 - 6,05 7,70 - 7,35 - 7,05 10,4 - 10,00 - 9,55 12,9 - 12,4 - 11,9
Heat A 3,65 - 3,50 - 3,35 5,60 - 5,35 - 5,10 6,45 - 6,15 - 5,90 7,80 - 7,45 - 7,15 11,4 - 10,9 - 10,5

Air flow Cool / Heat m‡/min 33,6 / 34,0 32,7 / 31,9 42,6 / 41,5 44,7 / 45,9 73,0 / 73,0
Sound pressure Cool / Heat (Hi) dB(A) 46 / 47 46 / 46 47 / 48 48 / 49 52 / 52
Sound power Cool / Heat (Hi) dB(A) 64 / 66 64 / 64 64 / 65 66 / 68 70 / 70
Dimension H x W x D mm 619 x 824 x 299 619 x 824 x 299 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370
Net weight kg 32 35 42 50 83

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 1/4 (6,35) 5) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 6) 5/8 (15,88)

Pipe length range m 3 ~ 15 3 ~ 20 3 ~ 40 3 ~ 40 5 ~ 50
Elevation difference (in / out) 7) m 15 / 15 15 / 15 15 / 30 20 / 30 15 / 30
Pre-charged pipe length m 7,5 7,5 30 30 30
Additional gas amount g/m 10 15 15 17 45
Refrigerant (R32) / CO2 Eq. kg / T 0,87 / 0,59 1,14 / 0,77 1,15 / 0,78 1,32 / 0,89 2,4 / 1,62

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43
Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

nanoe��X as a standard.

Closed discharge port
When the unit is turned OFF, the flap closes completely to 
prevent dust getting into the unit and to keep the 
equipment clean.

Quiet operation
These units are among the quietest in the industry, 
making them ideal for hotels and hospitals.

Piping outlet in six directions
Piping outlet is possible in six directions of right, right 
rear, right bottom, left, left rear and left bottom, making 
the installation work more flexible.

Technical focus
• �Modern design with flat face and compact size
• �DC fan for better efficiency and control
• �Six directional piping outlet
• �nanoe��X (Generator Mark�2: 9,6 trillion hydroxyl 

radicals/sec) as standard for better indoor air quality
• �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 

allows easy system setting via Bluetoothfi
• �Easy connection and control of external fan or ERV using 

the connector PAW-FDC on the indoor unit PCB. The 
external device can be controlled by the remote control of 
the Panasonic indoor unit
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

CZ-RTC5B

Three phase

10,0�kW

Kit KIT-100PK3Z8

Remote controller CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 9,0 (3,0 - 9,7)

EER 1) Nominal (Min - Max) W/W 3,47 (5,36 - 3,13)

SEER 2) 6,5 A++

Pdesign kW 9,0

Input power Nominal (Min - Max) kW 2,59 (0,56 - 3,10)

Annual energy consumption 3) kWh/a 485

Heating capacity Nominal (Min - Max) kW 9,0 (3,0 - 10,5)

COP 1) Nominal (Min - Max) W/W 3,93 (5,36 - 3,56)

SCOP 2) 3,9 A

Pdesign at -10�°C kW 9,0

Input power Nominal (Min - Max) kW 2,29 (0,56 - 2,95)

Annual energy consumption 3) kWh/a 3 231

Indoor unit S-6010PK3E

Air flow Hi / Med / Lo m³/min 22,0 / 18,5 / 15,0

Moisture removal volume L/h 4,3

Sound pressure 4) Hi / Med / Lo dB(A) 49 / 45 / 41

Sound power Hi / Med / Lo dB(A) 65 / 61 / 57

Dimension H x W x D mm 302 x 1 120 x 236

Net weight kg 14

nanoe�X  Generator Mark�2

Outdoor unit U-100PZ3E8

Power supply V 380 - 400 - 415

Current
Cool A 4,30 - 4,10 - 3,95

Heat A 3,80 - 3,65 - 3,50

Air flow Cool / Heat m³/min 73,0 / 73,0

Sound pressure Cool / Heat (Hi) dB(A) 52 / 52

Sound power Cool / Heat (Hi) dB(A) 70 / 70

Dimension H x W x D mm 996 x 980 x 370

Net weight kg 83

Piping diameter
Liquid Inch (mm) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88)

Pipe length range m 5 ~ 50

Elevation difference (in / out) 7) m 15 / 30

Pre-charged pipe length m 30

Additional gas amount g/m 45

Refrigerant (R32) / CO2 Eq. kg / T 2,4 / 1,62

Operating range
Cool Min�~�Max °C -10 ~ +43

Heat Min�~�Max °C -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1�m in front of the main body and 1�m below the unit. The sound pressure is 
measured in accordance with Eurovent 6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas 
tubing side indoor unit. 7)�Outdoor unit located lower / outdoor unit located higher. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.
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SEER: For S-3650PK3E + U-36PZ3E5. SCOP: For S-6010PK3E + U-60PZ3E5A. INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 Infrared remote controller

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

Optional:

Infrared 
remote 
controller.
CZ-RWS3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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PACi�NX Series Elite and Standard 4 way 60x60 cassette - PY3 ·�R32

· �From 2,5 to 6,0�kW (4 capacity sizes)
· �Maximum SEER: 7,3 A++ / SCOP: 4,7 A++*
· �Built-in drain pump
· �DC drain pump and float switch to reduce the noise
· �nanoe™�X (Generator Mark�2: 9,6 trillion hydroxyl radicals/sec) as 
standard for better indoor air quality

*�For Elite 3,6�KW model.

Elite Single phase

3,6�kW 5,0�kW 6,0�kW

Kit KIT-36PY3ZH5 KIT-50PY3ZH5 KIT-60PY3ZH5

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,6 (1,2 - 4,0) 5,0 (1,2 - 5,6) 6,0 (1,2 - 6,5)

EER 1) Nominal (Min - Max) W/W 4,50 (4,04 - 5,45) 3,76 (3,41 - 5,45) 3,43 (2,77 - 5,45)

SEER 2) 7,3 A++ 7,0 A++ 6,7 A++

Pdesign kW 3,6 5,0 6,0

Input power Nominal (Min - Max) kW 0,80 (0,22 - 0,99) 1,33 (0,22 - 1,64) 1,75 (0,20 - 2,35)

Annual energy consumption 3) kWh/a 400 685 875

Heating capacity Nominal (Min - Max) kW 4,0 (1,2 - 5,0) 5,6 (1,2 - 6,5) 7,0 (1,2 - 7,5)

COP 1) Nominal (Min - Max) W/W 4,12 (3,45 - 5,45) 3,37 (2,95 - 5,45) 3,35 (3,38 - 5,45)

SCOP 2) 4,7 A++ 4,6 A++ 4,3 A+

Pdesign at -10�°C kW 3,6 4,5 4,6

Input power Nominal (Min - Max) kW 0,97 (0,22 - 1,45) 1,66 (0,22 - 2,20) 2,09 (0,22 - 2,22)

Annual energy consumption 3) kWh/a 1 073 1 370 1 495

Indoor unit S-36PY3E S-50PY3E S-60PY3E

Air flow Hi / Med / Lo m³/min 9,5 / 7,5 / 6,0 12,0 / 9,5 / 6,5 14,0 / 10,5 / 8,0

Moisture removal volume L/h 1,5 2,5 2,8

Sound pressure 4) Hi / Med / Lo dB(A) 34 / 30 / 25 39 / 34 / 27 43 / 37 / 31

Sound power Hi / Med / Lo dB(A) 49 / 45 / 40 54 / 49 / 42 58 / 52 / 46

Dimension
Indoor (H x W x D) mm 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575

Panel (H x W x D) mm 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625

Net weight Indoor / Panel kg 15 / 2,8 15 / 2,8 15 / 2,8

nanoe�X  Generator Mark�2 Mark�2 Mark�2

Outdoor unit U-36PZH3E5 U-50PZH3E5 U-60PZH3E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,95 - 3,60 - 3,60 5,30 - 5,00 - 5,75 8,20 - 7,85 - 7,60

Heat A 4,75 - 4,55 - 4,35 7,85 - 7,50 - 7,20 9,70 - 9,25 - 8,90

Air flow Cool / Heat m³/min 34,1 / 36,4 42,0 / 42,0 42,0 / 42,0

Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 46 / 48 47 / 50

Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 67 65 / 69

Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320

Net weight kg 42 42 43

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30

Additional gas amount g/m 15 15 15

Refrigerant (R32) / CO2 Eq. kg / T 1,13 / 0,76 1,13 / 0,76 1,15 / 0,78

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24

Compact and stylish design

· �Required ceiling depth of only 250�mm
· �Exposed area is only 30�mm

Individual flap control

Better control of the air flow with 
4 motors, providing individual flap 
control.
Perfect air distribution without 
direct airflow, to reduce the 
feeling of cold drafts.
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SEER and SCOP: For S-36PY3E + U-36PZH3E5. ECONAVI and INTERNET CONTROL: Optional.

������������

������

������������

������

nanoe™�X as a standard.
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRY3

Infrared remote controller and receiver

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

CZ-RTC5B

Panel.
CZ-KPY4

Standard Single phase

2,5�kW 3,6�kW 5,0�kW 6,0�kW

Kit KIT-25PY3Z5 KIT-36PY3Z5 KIT-50PY3Z5 KIT-60PY3Z5

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 2,5 (1,5 - 3,9) 3,6 (1,5 - 4,0) 5,0 (1,5 - 5,6) 6,0 (2,0 - 7,0)

EER 1) Nominal (Min - Max) W/W 4,46 (3,55 - 5,88) 3,96 (3,57 - 5,88) 3,50 (3,03 - 6,25) 3,39 (2,77 - 6,90)

SEER 2) 6,5 A++ 6,7 A++ 7,3 A++ 6,8 A++

Pdesign kW 2,5 3,6 5,0 6,0

Input power Nominal (Min - Max) kW 0,56 (0,26 - 1,10) 0,91 (0,26 - 1,12) 1,43 (0,24 - 1,85) 1,77 (0,29 - 2,53)

Annual energy consumption 3) kWh/a 134 188 238 3,05

Heating capacity Nominal (Min - Max) kW 3,2 (1,5 - 4,6) 3,6 (1,5 - 4,6) 5,0 (1,5 - 6,4) 6,0 (1,8 - 7,0)

COP 1) Nominal (Min - Max) W/W 4,44 (3,41 - 6,52) 4,29 (3,38 - 6,52) 3,94 (2,91 - 7,50) 3,61 (2,86 - 7,60)

SCOP 2) 4,6 A++ 4,3 A+ 4,4 A+ 4,2 A+

Pdesign at -10�°C kW 2,8 2,8 4,0 4,6

Input power Nominal (Min - Max) kW 0,72 (0,23 - 1,35) 0,84 (0,23 - 1,36) 1,27 (0,20 - 2,20) 1,66 (0,24 - 2,45)

Annual energy consumption 3) kWh/a 850 912 1 264 1 500

Indoor unit S-25PY3E S-36PY3E S-50PY3E S-60PY3E

Air flow Hi / Med / Lo m³/min 8,5 / 7,0 / 6,0 9,5 / 7,0 / 6,0 12,0 / 9,5 / 6,5 14,0 / 10,5 / 8,0

Moisture removal volume L/h 0,7 1,5 2,3 2,8

Sound pressure 4) Hi / Med / Lo dB(A) 31 / 28 / 25 34 / 30 / 25 39 / 34 / 27 43 / 37 / 31

Sound power Hi / Med / Lo dB(A) 46 / 43 / 40 49 / 45 / 40 54 / 49 / 42 58 / 52 / 46

Dimension
Indoor (H x W x D) mm 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575

Panel (H x W x D) mm 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625

Net weight Indoor / Panel kg 15 / 2,8 15 / 2,8 15 / 2,8 15 / 2,8

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-25PZ3E5 U-36PZ3E5 U-50PZ3E5 U-60PZ3E5A

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 2,65 - 2,55 - 2,45 4,20 - 4,05 - 3,85 6,65 - 6,35 - 6,10 8,20 - 7,85 - 7,55

Heat A 3,40 - 3,25 - 3,10 3,95 - 3,75 - 3,60 5,695 - 5,70 - 5,45 7,70 - 7,35 - 7,05

Air flow Cool / Heat m³/min 33,6 / 34,0 32,6 / 34,0 32,7 / 31,9 42,6 / 41,5

Sound pressure Cool / Heat (Hi) dB(A) 46 / 47 46 / 47 46 / 48 47 / 48

Sound power Cool / Heat (Hi) dB(A) 64 / 66 64 / 66 64 / 64 64 / 65

Dimension H x W x D mm 619 x 824 x 299 619 x 824 x 299 619 x 824 x 299 695 x 875 x 320

Net weight kg 32 32 35 46

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6)

Pipe length range m 3 ~ 15 3 ~ 15 3 ~ 20 3 ~ 40

Elevation difference (in / out) 7) m 15 / 15 15 / 15 15 / 15 15 / 30

Pre-charged pipe length m 7,5 7,5 7,5 30

Additional gas amount g/m 10 10 15 15

Refrigerant (R32) / CO2 Eq. kg / T 0,87 / 0,59 0,87 / 0,59 1,14 / 0,77 1,15 / 0,78

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The sound pressure is measured in accordance with Eurovent 
6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas tubing side indoor unit. 7)�Outdoor unit located 
lower / outdoor unit located higher. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.
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SEER: For S-50PY3E + U-50PZ3E5. SCOP: For S-25PY3E + U-25PZ3E5. ECONAVI and INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRY3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW
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PACi�NX Series Elite 4 way 90x90 cassette - PU3 ·�R32

4 way 90x90 cassette - PU3.
Powerful turbo fan and intelligent Econavi sensor ensure high energy 
efficiency, and nanoe™�X, which is equipped as standard, provides an 
exceptional level of indoor air quality.

nanoe™�X as a standard.

Technical focus

· �High performance turbo fan
· �Econavi: An optional intelligent sensor to reduce waste of 
energy

· �nanoe™�X (Generator Mark�1= 4,8 trillion hydroxyl 
radicals/sec) as standard for better indoor air quality, 
indoor unit internal cleaning with nanoe™�X plus dry 
operation

· �Lower noise in low fan operation
· �Light weight, easy piping and integrated drain pump for 
quick installation

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

· �High volume fresh air input with optional air-intake 
plenum and chamber (CZ-FDU3+CZ-ATU2)

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PU3ZH5 KIT-50PU3ZH5 KIT-60PU3ZH5 KIT-71PU3ZH45 KIT-100PU3ZH45 KIT-125PU3ZH45 KIT-140PU3ZH45

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,6 (1,2 - 4,0) 5,0 (1,2 - 5,6) 6,0 (1,2 - 7,1) 7,1 (2,2 - 9,0) 9,5 (3,1 - 12,5) 12,5 (3,2 - 14,0) 13,4 (3,3 - 16,0)

EER 1) Nominal (Min - Max) W/W 5,45 (4,60 - 5,45) 4,31 (3,86 - 5,45) 4,05 (3,02 - 5,45) 4,06 (2,69 - 5,79) 4,42 (3,42 - 5,34) 3,80 (3,08 - 5,33) 3,60 (2,74 - 5,32)

SEER / � s,c 2) 8,9 A+++ 8,6 A+++ 8,0 A++ 7,7 A++ 7,8 A++ 304,3% 286,6%

Pdesign kW 3,6 5,0 6,0 7,1 9,5 12,5 13,4

Input power Nominal (Min - Max) kW 0,66 (0,22 - 0,87) 1,16 (0,22 - 1,45) 1,48 (0,22 - 2,35) 1,75 (0,38 - 3,35) 2,15 (0,58 - 3,65) 3,29 (0,60 - 4,55) 3,72 (0,62 - 5,85)

Annual energy consumption 3) kWh/a 142 203 263 323 426 — —

Heating capacity Nominal (Min - Max) kW 4,0 (1,2 - 5,0) 5,6 (1,2 - 6,5) 7,0 (1,2 - 8,0) 8,0 (2,0 - 9,0) 11,2 (3,1 - 14,0) 14,0 (3,2 - 16,0) 16,0 (3,3 - 18,0)

COP 1) Nominal (Min - Max) W/W 5,41 (4,55 - 5,45) 4,24 (4,19 - 5,45) 4,02 (3,40 - 5,45) 4,30 (3,16 - 5,56) 5,00 (3,64 - 5,54) 4,61 (3,37 - 5,52) 4,30 (3,27 - 5,50)

SCOP / � s,h 2) 5,1 A+++ 4,9 A++ 4,8 A++ 4,8 A++ 4,9 A++ 186,0% 181,2%

Pdesign at -10�°C kW 3,6 4,5 4,7 5,2 8,0 9,5 10,6

Input power Nominal (Min - Max) kW 0,74 (0,22 - 1,10) 1,32 (0,22 - 1,55) 1,74 (0,22 - 2,35) 1,86 (0,36 - 2,85) 2,24 (0,56 - 3,85) 3,04 (0,58 - 4,75) 3,72 (0,60 - 5,50)

Annual energy consumption 3) kWh/a 988 1 286 1 371 1 517 2 286 — —

Indoor unit S-3650PU3E S-3650PU3E S-6071PU3E S-6071PU3E S-1014PU3E S-1014PU3E S-1014PU3E

Air flow Hi / Med / Lo m³/min 14,5 / 13,0 / 11,5 16,5 / 13,5 / 11,5 21,0 / 16,0 / 13,0 22,0 / 16,0 / 13,0 36,0 / 26,0 / 18,0 37,0 / 27,0 / 19,0 38,0 / 29,0 / 20,0

Moisture removal volume L/h 0,7 1,6 1,7 2,5 1,9 4,8 4,9

Sound pressure 4) Hi / Med / Lo dB(A) 30 / 28 / 27 32 / 29 / 27 36 / 31 / 28 37 / 31 / 28 45 / 38 / 32 46 / 39 / 33 47 / 40 / 34

Sound power Hi / Med / Lo dB(A) 45 / 43 / 42 47 / 44 / 42 51 / 46 / 43 52 / 46 / 43 60 / 53 / 47 61 / 54 / 48 62 / 55 / 49

Dimension
Indoor (H x W x D) mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Panel (H x W x D) mm 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950

Net weight Indoor / Panel kg 19 / 5 19 / 5 20 / 5 20 / 5 25 / 5 25 / 5 25 / 5

nanoe�X  Generator Mark�1 Mark�1 Mark�1 Mark�1 Mark�1 Mark�1 Mark�1

Outdoor unit U-36PZH3E5 U-50PZH3E5 U-60PZH3E5 U-71PZH4E5 U-100PZH4E5 U-125PZH4E5 U-140PZH4E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,25 - 3,10 - 3,00 5,50 - 5,25 - 5,05 6,95 - 6,65 - 6,35 8,85 - 8,45 - 8,10 10,06 - 10,02 - 9,75 16,10 - 15,40 - 14,70 18,20 - 17,40 - 16,70

Heat A 3,60 - 3,45 - 3,30 6,25 - 6,00 - 5,75 8,05 - 7,70 - 7,40 9,40 - 9,00 - 8,60 10,90 - 10,60 - 10,10 14,90 - 14,20 - 13,60 18,20 - 17,40 - 16,70

Air flow Cool / Heat m³/min 34,1 / 36,4 42,0 / 42,0 42,0 / 42,0 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 46 / 48 47 / 50 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 67 65 / 69 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 42 42 43 66 84 86 86

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30 30 30 30

Additional gas amount g/m 15 15 15 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,13 / 0,76 1,13 / 0,76 1,15 / 0,78 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46 -15 ~ +52 -20�8) ~ +52 -20�8) ~ +52 -20�8) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

R32
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:New
2023

Standard panel.
CZ-KPU3W

CZ-RTC5B
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SEER and SCOP: For S-3650PU3E + U-36PZH3E5. ECONAVI and INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRU3W

Infrared remote controller and receiver

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

CZ-KPU3AW Econavi exclusive panel

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-FDU3+CZ-ATU2 Fresh air-intake kit

Three phase

7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-71PU3ZH48 KIT-100PU3ZH48 KIT-125PU3ZH48 KIT-140PU3ZH48

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 7,1 (2,2 - 9,0) 9,5 (3,1 - 12,5) 12,5 (3,2 - 14,0) 13,4 (3,3 - 16,0)

EER 1) Nominal (Min - Max) W/W 4,06 (2,69 - 5,79) 4,42 (3,42 - 5,34) 3,80 (3,08 - 5,33) 3,60 (2,74 - 5,32)

SEER / � s,c 2) 7,7 A++ 7,2 A++ 303,0% 286,6%

Pdesign kW 7,1 9,5 12,5 13,4

Input power Nominal (Min - Max) kW 1,75 (0,38 - 3,35) 2,15 (0,58 - 3,65) 3,29 (0,60 - 4,55) 3,72 (0,62 - 5,85)

Annual energy consumption 3) kWh/a 323 426 — —

Heating capacity Nominal (Min - Max) kW 8,0 (2,0 - 9,0) 11,2 (3,1 - 14,0) 14,0 (3,2 - 16,0) 16,0 (3,3 - 18,0)

COP 1) Nominal (Min - Max) W/W 4,30 (3,16 - 5,56) 5,00 (3,64 - 5,54) 4,61 (3,37 - 5,52) 4,30 (3,27 - 5,50)

SCOP / � s,h 2) 4,8 A++ 4,9 A++ 186,0% 181,1%

Pdesign at -10�°C kW 5,2 8,0 9,5 10,6

Input power Nominal (Min - Max) kW 1,86 (0,36 - 2,85) 2,24 (0,56 - 3,85) 3,04 (0,58 - 4,75) 3,72 (0,60 - 5,50)

Annual energy consumption 3) kWh/a 1 517 2 286 — —

Indoor unit S-6071PU3E S-1014PU3E S-1014PU3E S-1014PU3E

Air flow Hi / Med / Lo m³/min 22,0 / 16,0 / 13,0 36,0 / 26,0 / 18,0 37,0 / 27,0 / 19,0 38,0 / 29,0 / 20,0

Moisture removal volume L/h 2,5 1,9 4,8 4,9

Sound pressure 4) Hi / Med / Lo dB(A) 37 / 31 / 28 45 / 38 / 32 46 / 39 / 33 47 / 40 / 34

Sound power Hi / Med / Lo dB(A) 52 / 46 / 43 60 / 53 / 47 61 / 54 / 48 62 / 55 / 49

Dimension
Indoor (H x W x D) mm 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Panel (H x W x D) mm 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950

Net weight Indoor / Panel kg 20 / 5 25 / 5 25 / 5 25 / 5

nanoe�X  Generator Mark�1 Mark�1 Mark�1 Mark�1

Outdoor unit U-71PZH4E8 U-100PZH4E8 U-125PZH4E8 U-140PZH4E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 2,95 - 2,80 - 2,70 3,60 - 3,40 - 3,25 5,45 - 5,15 - 5,00 6,15 - 5,85 - 5,65

Heat A 3,15 - 3,00 - 2,90 3,75 - 3,55 - 3,40 5,10 - 4,80 - 4,65 6,20 - 5,90 - 5,65

Air flow Cool / Heat m³/min 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 66 82 84 84

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30

Additional gas amount g/m 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +52 -20�8) ~ +52 -20�8) ~ +52 -20�8) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The sound pressure is measured in accordance with Eurovent 
6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas tubing side indoor unit. 7)�Outdoor unit 
located lower / outdoor unit located higher. 8)�Pipe length up to 30�m. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRU3W

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

Optional Econavi panel 
(CZ-RTC5B is required).
CZ-KPU3AW

R32
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PACi�NX Series Standard 4 way 90x90 cassette - PU3 ·�R32

4 way 90x90 cassette - PU3.
Powerful turbo fan and intelligent Econavi sensor ensure high energy 
efficiency, and nanoe™�X, which is equipped as standard, provides an 
exceptional level of indoor air quality.

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PU3Z5 KIT-50PU3Z5 KIT-60PU3Z5 KIT-71PU3Z5 KIT-100PU3Z5 KIT-125PU3Z5 KIT-140PU3Z5

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,6 (1,5 - 4,0) 5,0 (1,5 - 5,6) 6,0 (2,0 - 7,1) 7,1 (2,6 - 7,7) 10,0 (3,0 - 11,5) 12,5 (3,2 - 13,5) 14,0 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 4,34 (5,88-3,81) 3,91 (6,25-3,20) 3,73 (6,90-3,01) 3,27 (5,00-2,77) 3,82 (2,88 - 5,36) 3,58 (2,81 - 5,33) 3,23 (2,73 - 5,32)

SEER / � s,c 2) 8,1 A++ 8,0 A++ 7,8 A++ 6,8 A++ 6,8 A++ 267,0% 257,0%

Pdesign kW 3,6 5,0 6,0 7,1 10,0 12,5 14,0

Input power Nominal (Min - Max) kW 0,83 (0,25-1,05) 1,28 (0,24-1,75) 1,61 (0,29-2,36) 2,17 (0,52-2,78) 2,62 (0,56 - 4,00) 3,49 (0,60 - 4,80) 4,34 (0,62 - 5,50)

Annual energy consumption 3) kWh/a 156 219 269 365 515 — —

Heating capacity Nominal (Min - Max) kW 3,6 (1,5 - 4,6) 5,0 (1,5 - 6,4) 6,0 (1,8 - 7,0) 7,1 (2,1 - 8,1) 10,0 (3,0 - 14,0) 12,5 (3,3 - 15,0) 14,0 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 5,07 (4,32 - 6,52) 4,63 (3,48 - 7,50) 4,48 (3,18 - 7,50) 4,23 (3,38 - 6,36) 4,93 (3,59 - 5,36) 4,43 (3,57 - 5,50) 4,18 (3,33 - 5,48)

SCOP / � s,h 2) 4,8 A++ 4,7 A++ 4,9 A++ 4,6 A++ 4,4 A+ 157,0% 152,2%

Pdesign at -10�°C kW 2,8 4,0 4,6 5,2 10,0 12,5 14,0 (at -7�°C)

Input power Nominal (Min - Max) kW 0,71 (0,23-1,06) 1,08 (0,20-1,84) 1,34 (0,24-2,20) 1,68 (0,33-2,40) 2,03 (0,56 - 3,90) 2,82 (0,60 - 4,20) 3,35 (0,62 - 4,80)

Annual energy consumption 3) kWh/a 817 1 191 1 314 1 583 3 182 — —

Indoor unit S-3650PU3E S-3650PU3E S-6071PU3E S-6071PU3E S-1014PU3E S-1014PU3E S-1014PU3E

Air flow Hi / Med / Lo m³/min 14,5 / 13,0 / 11,5 16,5 / 13,5 / 11,5 21,0 / 16,0 / 13,0 22,0 / 16,0 / 13,0 36,0 / 26,0 / 18,0 37,0 / 27,0 / 19,0 38,0 / 29,0 / 20,0

Moisture removal volume L/h 0,7 1,6 1,7 2,5 2,7 4,8 6,0

Sound pressure 4) Hi / Med / Lo dB(A) 30 / 28 / 27 32 / 29 / 27 36 / 31 / 28 37 / 31 / 28 45 / 38 / 32 46 / 39 / 33 47 / 40 / 34

Sound power Hi / Med / Lo dB(A) 45 / 43 / 42 47 / 44 / 42 51 / 46 / 43 52 / 46 / 43 60 / 53 / 47 61 / 54 / 48 62 / 55 / 49

Dimension
Indoor (H x W x D) mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Panel (H x W x D) mm 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950

Net weight Indoor / Panel kg 19 / 5 19 / 5 20 / 5 20 / 5 25 / 5 25 / 5 25 / 5

nanoe�X  Generator Mark�1 Mark�1 Mark�1 Mark�1 Mark�1 Mark�1 Mark�1

Outdoor unit U-36PZ3E5 U-50PZ3E5 U-60PZ3E5A U-71PZ3E5A U-100PZ3E5 U-125PZ3E5 U-140PZ3E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,85 - 3,70 - 3,55 5,95 - 5,70 - 5,45 7,45 - 7,15 - 6,85 10,00 - 9,65 - 9,25 13,10 - 12,50 - 12,00 16,90 - 16,10 - 15,40 21,00 - 20,00 - 19,20

Heat A 3,35 - 3,20 - 3,05 5,05 - 4,85 - 4,65 6,20 - 5,95 - 5,70 7,80 - 7,45 - 7,15 10,10 - 9,70 - 9,30 13,60 - 13,00 - 12,50 16,20 - 15,50 - 14,80

Air flow Cool / Heat m³/min 33,6 / 34,0 32,7 / 31,9 42,6 / 41,5 44,7 / 45,9 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 46 / 47 46 / 46 47 / 48 48 / 49 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 64 / 66 64 / 64 64 / 65 66 / 68 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 619 x 824 x 299 619 x 824 x 299 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 32 35 42 50 83 87 87

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 1/4 (6,35) 5) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 15 3 ~ 20 3 ~ 40 3 ~ 40 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 7) m 15 / 15 15 / 15 15 / 30 20 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 7,5 7,5 30 30 30 30 30

Additional gas amount g/m 10 15 15 17 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 0,87 / 0,59 1,14 / 0,77 1,15 / 0,78 1,32 / 0,89 2,40 / 1,62 2,80 / 1,89 2,80 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

nanoe™�X as a standard.

Technical focus

· �High performance turbo fan
· �Econavi: An optional intelligent sensor to reduce waste of 
energy

· �nanoe™�X (Generator Mark�1= 4,8 trillion hydroxyl 
radicals/sec) as standard for better indoor air quality, 
indoor unit internal cleaning with nanoe™�X plus dry 
operation

· �Lower noise in low fan operation
· �Light weight, easy piping and integrated drain pump for 
quick installation

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

· �High volume fresh air input with optional air-intake 
plenum and chamber (CZ-FDU3+CZ-ATU2)
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

CZ-RTC5B

Three phase

10,0�kW 12,5�kW 14,0�kW

Kit KIT-100PU3Z8 KIT-125PU3Z8 KIT-140PU3Z8

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 10,0 (3,0 - 11,5) 12,5 (3,2 - 13,5) 14,0 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 3,82 (2,88 - 5,36) 3,58 (2,81 - 5,33) 3,23 (2,73 - 5,32)

SEER / � s,c 2) 6,7 A++ 265,8% 256,2%

Pdesign kW 10,0 12,5 14,0

Input power Nominal (Min - Max) kW 2,62 (0,56 - 4,00) 3,49 (0,60 - 4,80) 4,34 (0,62 - 5,50)

Annual energy consumption 3) kWh/a 521 — —

Heating capacity Nominal (Min - Max) kW 10,0 (3,0 - 14,0) 12,5 (3,3 - 15,0) 14,0 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 4,93 (3,59 - 5,36) 4,43 (3,57 - 5,50) 4,18 (3,33 - 5,48)

SCOP / � s,h 2) 4,4 A+ 157,0% 152,2%

Pdesign at -10�°C kW 10,0 12,5 14,0 (at -7�°C)

Input power Nominal (Min - Max) kW 2,03 (0,56 - 3,90) 2,82 (0,60 - 4,20) 3,35 (0,62 - 4,80)

Annual energy consumption 3) kWh/a 3 182 — —

Indoor unit S-1014PU3E S-1014PU3E S-1014PU3E

Air flow Hi / Med / Lo m³/min 36,0 / 26,0 / 18,0 37,0 / 27,0 / 19,0 38,0 / 29,0 / 20,0

Moisture removal volume L/h 2,7 4,8 6,0

Sound pressure 4) Hi / Med / Lo dB(A) 45 / 38 / 32 46 / 39 / 33 47 / 40 / 34

Sound power Hi / Med / Lo dB(A) 60 / 53 / 47 61 / 54 / 48 62 / 55 / 49

Dimension
Indoor (H x W x D) mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Panel (H x W x D) mm 33,5 x 950 x 950 33,5 x 950 x 950 33,5 x 950 x 950

Net weight Indoor / Panel kg 25 / 5 25 / 5 25 / 5

nanoe�X  Generator Mark�1 Mark�1 Mark�1

Outdoor unit U-100PZ3E8 U-125PZ3E8 U-140PZ3E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 4,35 - 4,15 - 4,00 5,65 - 5,35 - 5,15 7,00 - 6,65 - 6,40

Heat A 3,40 - 3,20 - 3,10 4,55 - 4,35 - 4,15 5,40 - 5,15 - 4,95

Air flow Cool / Heat m³/min 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 83 87 87

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30

Additional gas amount g/m 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 2,40 / 1,62 2,80 / 1,89 2,80 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The sound pressure is measured in accordance with Eurovent 
6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas tubing side indoor unit. 7)�Outdoor unit 
located lower / outdoor unit located higher. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.
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SEER: For S-3650PU3E + U-36PZ3E5. SCOP: For S-6071PU3E + U-60PZ3E5A. ECONAVI and INTERNET CONTROL: Optional.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRU3W

Infrared remote controller and receiver

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

CZ-KPU3AW Econavi exclusive panel

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-FDU3+CZ-ATU2 Fresh air-intake kit

Standard panel.
CZ-KPU3W

Optional Econavi panel 
(CZ-RTC5B is required).
CZ-KPU3AW

Optional:

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRU3W

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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PACi�NX Series Elite ceiling - PT3 ·�R32

Ceiling mounted units provide large and wide air distribution which is ideal 
for large rooms.
The height and depth of all capacities are the same for unified appearance in 
mixed installations.

Further comfort improvement with air flow distribution

Horizontal air flow reaches maximum 9,5�m. This is ideal 
for wide rooms.
The wide air discharge opening expands the air flow to the 
left and right. The unpleasant feeling caused when the air 
flow directly hits the human body is prevented by the 
“Draft prevention position”, which changes the swing 
width, increasing the degree of comfort.

Technical focus

· �Wide air distribution for large rooms
· �Horizontal air flow reaches maximum 9,5�m
· �Fresh air connection available on the unit
· �Slim design with 235�mm height fits narrow space
· �Silent operation
· �nanoe™�X (Generator Mark�2: 9,6 trillion hydroxyl 
radicals/sec) as standard for better indoor air quality

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

· �Twin, Triple and Double-twin split options
· �Easy connection and control of external fan or ERV using 
the connector PAW-FDC on the indoor unit PCB. The 
external device can be controlled by the remote control of 
the Panasonic indoor unit

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PT3ZH5 KIT-50PT3ZH5 KIT-60PT3ZH5 KIT-71PT3ZH45 KIT-100PT3ZH45 KIT-125PT3ZH45 KIT-140PT3ZH45

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,5 (1,2 - 4,0) 5,0 (1,2 - 5,6) 6,0 (1,2 - 7,1) 6,8 (2,2 - 9,0) 9,5 (3,1 - 12,5) 12,1 (3,2 - 14,0) 13,4 (3,3 - 16,0)

EER 1) Nominal (Min - Max) W/W 4,86 (4,55 - 5,45) 4,03 (3,57 - 5,45) 3,82 (3,02 - 5,45) 3,91 (2,69 - 5,79) 4,06 (3,29 - 5,34) 3,46 (3,01 - 5,33) 3,21 (2,67 - 5,32)

SEER / � s,c 2) 7,7 A++ 7,4 A++ 7,5 A++ 7,3 A++ 7,3 A++ 278,4% 263,3%

Pdesign kW 3,5 5,0 6,0 6,8 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 0,72 (0,22 - 0,88) 1,24 (0,22 - 1,57) 1,57 (0,22 - 2,35) 1,74 (0,38 - 3,35) 2,34 (0,58 - 3,80) 3,50 (0,60 - 4,65) 4,17 (0,62 - 6,00)

Annual energy consumption 3) kWh/a 160 237 280 326 456 — —

Heating capacity Nominal (Min - Max) kW 4,0 (1,2 - 5,0) 5,6 (1,2 - 6,5) 7,0 (1,2 - 8,0) 8,0 (2,0 - 9,0) 11,2 (3,1 - 14,0) 14,0 (3,2 - 16,0) 16,0 (3,3 - 18,0)

COP 1) Nominal (Min - Max) W/W 5,00 (4,17 - 5,45) 4,03 (3,94 - 5,45) 4,14 (3,40 - 5,45) 3,96 (3,16 - 5,56) 4,00 (3,54 - 5,54) 3,78 (3,20 - 5,52) 3,38 (3,10 - 5,50)

SCOP / � s,h 2) 4,9 A++ 4,8 A++ 4,8 A++ 4,7 A++ 4,5 A+ 175,6% 169,3%

Pdesign at -10�°C kW 3,1 4,0 4,6 4,7 7,8 9,5 10,2

Input power Nominal (Min - Max) kW 0,80 (0,22 - 1,20) 1,39 (0,22 - 1,65) 1,69 (0,22 - 2,35) 2,02 (0,36 - 2,85) 2,80 (0,56 - 3,95) 3,70 (0,58 - 5,00) 4,74 (0,60 - 5,80)

Annual energy consumption 3) kWh/a 886 1 167 1 342 1 400 2 426 — —

Indoor unit S-3650PT3E S-3650PT3E S-6071PT3E S-6071PT3E S-1014PT3E S-1014PT3E S-1014PT3E

Air flow Hi / Med / Lo m³/min 14,0 / 12,0 / 10,5 15,0 / 12,5 / 10,5 20,0 / 17,0 / 14,5 21,0 / 18,0 / 15,5 30,0 / 25,0 / 23,0 34,0 / 28,0 / 24,0 35,0 / 29,0 / 25,0

Moisture removal volume L/h 0,8 2,0 2,1 2,7 3,6 5,4 6,4

Sound pressure 4) Hi / Med / Lo dB(A) 36 / 32 / 28 37 / 33 / 28 38 / 34 / 29 39 / 35 / 30 42 / 37 / 34 46 / 40 / 35 47 / 41 / 36

Sound power Hi / Med / Lo dB(A) 54 / 50 / 46 55 / 51 / 46 56 / 52 / 47 57 / 53 / 48 60 / 55 / 52 64 / 58 / 53 65 / 59 / 54

Dimension H x W x D mm 235 x 960 x 690 235 x 960 x 690 235 x 1 275 x 690 235 x 1 275 x 690 235 x 1 590 x 690 235 x 1 590 x 690 235 x 1 590 x 690

Net weight kg 26 26 34 34 40 40 40

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-36PZH3E5 U-50PZH3E5 U-60PZH3E5 U-71PZH4E5 U-100PZH4E5 U-125PZH4E5 U-140PZH4E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,55 - 3,40 - 3,25 5,85 - 5,60 - 5,40 7,35 - 7,05 - 6,75 8,80 - 8,40 - 8,05 11,60 - 11,10 - 10,60 17,10 - 16,40 - 15,70 20,40 - 19,50- 18,70

Heat A 3,90 - 3,75 - ,3,60 6,60 - 6,30 - 6,05 7,85 - 7,50 - 7,20 10,20 - 9,75 - 9,35 13,70 - 13,20 - 12,70 18,10 - 17,30 - 16,60 23,20 - 22,20 - 21,20

Air flow Cool / Heat m³/min 34,1 / 36,4 42,0 / 42,0 42,0 / 42,0 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 46 / 48 47 / 50 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 67 65 / 69 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 42 42 43 66 84 86 86

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30 30 30 30

Additional gas amount g/m 15 15 15 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,13 / 0,76 1,13 / 0,76 1,15 / 0,78 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46 -15 ~ +52 -20�8) ~ +52 -20�8) ~ +52 -20�8) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

nanoe™�X as a standard.

R32

190



Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

New
2023

CZ-RTC5B

Three phase

7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-71PT3ZH48 KIT-100PT3ZH48 KIT-125PT3ZH48 KIT-140PT3ZH48

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 6,8 (2,2 - 9,0) 9,5 (3,1 - 12,5) 12,1 (3,2 - 14,0) 13,4 (3,3 - 16,0)

EER 1) Nominal (Min - Max) W/W 3,91 (2,69 - 5,79) 4,06 (3,29 - 5,34) 3,46 (3,01 - 5,33) 3,21 (2,67 - 5,32)

SEER / � s,c 2) 7,2 A++ 7,2 A++ 277,3% 262,4%

Pdesign kW 6,8 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 1,74 (0,38 - 3,35) 2,34 (0,58 - 3,80) 3,50 (0,60 - 4,65) 4,17 (0,66 - 6,00)

Annual energy consumption 3) kWh/a 331 462 — —

Heating capacity Nominal (Min - Max) kW 8,0 (2,0 - 9,0) 11,2 (3,1 - 14,0) 14,0 (3,2 - 16,0) 16,0 (3,3 - 18,0)

COP 1) Nominal (Min - Max) W/W 3,96 (3,16 - 5,56) 4,00 (3,54 - 5,54) 3,78 (3,20 - 5,52) 3,38 (3,10 - 5,50)

SCOP / � s,h 2) 4,7 A++ 4,5 A+ 175,6% 169,3%

Pdesign at -10�°C kW 4,7 7,8 9,5 10,2

Input power Nominal (Min - Max) kW 2,02 (0,36 - 2,85) 2,80 (0,56 - 3,95) 3,70 (0,58 - 5,00) 4,74 (0,60 - 5,80)

Annual energy consumption 3) kWh/a 1 400 2 427 — —

Indoor unit S-6071PT3E S-1014PT3E S-1014PT3E S-1014PT3E

Air flow Hi / Med / Lo m³/min 21,0 / 18,0 / 15,5 30,0 / 25,0 / 23,0 34,0 / 28,0 / 24,0 35,0 / 29,0 / 25,0

Moisture removal volume L/h 2,7 3,6 5,4 6,4

Sound pressure 4) Hi / Med / Lo dB(A) 39 / 35 / 30 42 / 37 / 34 46 / 40 / 35 47 / 41 / 36

Sound power Hi / Med / Lo dB(A) 57 / 53 / 48 60 / 55 / 52 64 / 58 / 53 65 / 59 / 54

Dimension H x W x D mm 235 x 1 275 x 690 235 x 1 590 x 690 235 x 1 590 x 690 235 x 1 590 x 690

Net weight kg 34 40 40 40

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-71PZH4E8 U-100PZH4E8 U-125PZH4E8 U-140PZH4E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 2,95 - 2,80 - 2,70 3,60 - 3,40 - 3,25 5,45 - 5,15 - 5,00 6,15 - 5,85 - 5,65

Heat A 3,15 - 3,00 - 2,90 3,75 - 3,55 - 3,40 5,10 - 4,80 - 4,65 6,20 - 5,90 - 5,65

Air flow Cool / Heat m³/min 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 66 82 84 84

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30

Additional gas amount g/m 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +52 -20�8) ~ +52 -20�8) ~ +52 -20�8) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1�m in front of the main body and 1�m below the unit. The sound pressure is 
measured in accordance with Eurovent 6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas 
tubing side indoor unit. 7)�Outdoor unit located lower / outdoor unit located higher. 8)�Pipe length up to 30�m. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.
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SEER and SCOP: For S-3650PT3E + U-36PZH3E5. INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRT3

Infrared remote controller

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

������������

������

Optional:

Infrared remote 
controller.
CZ-RWS3 + 
CZ-RWRT3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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PACi�NX Series Standard ceiling - PT3 ·�R32

Ceiling mounted units provide large and wide air distribution which is ideal 
for large rooms.
The height and depth of all capacities are the same for unified appearance in 
mixed installations.

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PT3Z5 KIT-50PT3Z5 KIT-60PT3Z5 KIT-71PT3Z5 KIT-100PT3Z5 KIT-125PT3Z5 KIT-140PT3Z5

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,5 (1,5 - 4,0) 5,0 (1,5 - 5,2) 6,0 (2,0 - 7,1) 6,8 (2,6 - 7,7) 10,0 (3,0 - 11,5) 12,5 (3,2 - 13,5) 14,0 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 4,14 (3,69 - 5,17) 3,03 (2,86 - 5,00) 3,59 (2,90 - 6,90) 3,24 (2,75 - 4,91) 3,64 (2,80 - 5,36) 3,32 (2,77 - 5,33) 2,98 (2,73 - 5,32)

SEER / � s,c 2) 7,2 A++ 6,7 A++ 7,3 A++ 5,9 A+ 6,6 A++ 241,7% 228,8%

Pdesign kW 3,5 5,0 6,0 6,8 10,0 12,5 14,0

Input power Nominal (Min - Max) kW 0,85 (0,29 - 1,10) 1,65 (0,30 - 1,82) 1,67 (0,29 - 2,45) 2,10 (0,53 - 2,80) 2,75 (0,56 - 4,10) 3,76 (0,60 - 4,88) 4,70 (0,62 - 5,50)

Annual energy consumption 3) kWh/a 171 262 288 404 531 — —

Heating capacity Nominal (Min - Max) kW 3,5 (1,5 - 4,6) 5,0 (1,5 - 6,4) 6,0 (1,8 - 7,0) 6,8 (2,1 - 8,1) 10,0 (3,0 - 14,0) 12,5 (3,3 - 15,0) 14,0 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 4,61 (3,51 - 5,70) 3,73 (3,12 - 6,25) 4,11 (2,92 - 6,67) 4,20 (3,06 - 5,68) 4,24 (3,30 - 5,36) 3,89 (3,41 - 4,52) 3,70 (3,08 - 5,48)

SCOP / � s,h 2) 4,4 A+ 4,1 A+ 4,6 A++ 4,3 A+ 4,2 A+ 147,4% 145,3%

Pdesign at -10�°C kW 2,8 4,0 4,6 4,7 10,0 12,5 13,6

Input power Nominal (Min - Max) kW 0,76 (0,26 - 1,31) 1,34 (0,24 - 2,05) 1,46 (0,27 - 2,40) 1,62 (0,37 - 2,65) 2,36 (0,56 - 4,00) 3,21 (0,73 - 4,40) 3,78 (0,62 - 5,20)

Annual energy consumption 3) kWh/a 891 1 365 1 399 1 529 3 331 — —

Indoor unit S-3650PT3E S-3650PT3E S-6071PT3E S-6071PT3E S-1014PT3E S-1014PT3E S-1014PT3E

Air flow Hi / Med / Lo m³/min 14,0 / 12,0 / 10,5 15,0 / 12,5 / 10,5 20,0 / 17,0 / 14,5 21,0 / 18,0 / 15,5 30,0 / 25,0 / 23,0 34,0 / 28,0 / 24,0 35,0 / 29,0 / 25,0

Moisture removal volume L/h 0,8 2,0 2,1 2,7 4,1 5,7 6,9

Sound pressure 4) Hi / Med / Lo dB(A) 36 / 32 / 28 37 / 33 / 28 38 / 34 / 29 39 / 35 /30 42 / 37 / 34 46 / 40 / 35 47 / 41 / 36

Sound power Hi / Med / Lo dB(A) 54 / 50 / 46 55 / 51 / 46 56 / 52 / 47 57 / 53 / 48 60 / 55 / 52 64 / 58 / 53 65 / 59 / 54

Dimension H x W x D mm 235 x 960 x 690 235 x 960 x 690 235 x 1 275 x 690 235 x 1 275 x 690 235 x 1 590 x 690 235 x 1 590 x 690 235 x 1 590 x 690

Net weight kg 26 26 34 34 40 40 40

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-36PZ3E5 U-50PZ3E5 U-60PZ3E5A U-71PZ3E5A U-100PZ3E5 U-125PZ3E5 U-140PZ3E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3,90 - 3,75 - 3,60 7,65 - 7,30 - 7,00 7,75 - 7,40 - 7,10 9,75 - 9,30 - 8,95 13,70 - 13,10 - 12,60 18,20 - 17,40 - 16,70 22,70 - 21,70 - 20,80

Heat A 3,55 - 3,40 - 3,25 6,30 - 6,00 - 5,75 6,75 - 6,50 - 6,20 7,50 - 7,20 - 6,90 11,80 - 11,30 - 10,80 15,50 - 14,80 - 14,20 18,30 - 17,50 - 16,80

Air flow Cool / Heat m³/min 33,6 / 34,0 32,7 / 31,9 42,6 / 41,5 44,7 / 45,9 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 46 / 47 46 / 46 47 / 48 48 / 49 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 64 / 66 64 / 64 64 / 65 66 / 68 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 619 x 824 x 299 619 x 824 x 299 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 32 35 42 50 83 87 87

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 5) 1/4 (6,35) 5) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 6) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 15 3 ~ 20 3 ~ 40 3 ~ 40 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 7) m 15 / 15 15 / 15 15 / 30 20 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 7,5 7,5 30 30 30 30 30

Additional gas amount g/m 10 15 15 17 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 0,87 / 0,59 1,14 / 0,77 1,15 / 0,78 1,32 / 0,89 2,40 / 1,62 2,80 / 1,89 2,80 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

nanoe™�X as a standard.

Further comfort improvement with air flow distribution

Horizontal air flow reaches maximum 9,5�m. This is ideal 
for wide rooms.
The wide air discharge opening expands the air flow to the 
left and right. The unpleasant feeling caused when the air 
flow directly hits the human body is prevented by the 
“Draft prevention position”, which changes the swing 
width, increasing the degree of comfort.

Technical focus

· �Wide air distribution for large rooms
· �Horizontal air flow reaches maximum 9,5�m
· �Fresh air connection available on the unit
· �Slim design with 235�mm height fits narrow space
· �Silent operation
· �nanoe™�X (Generator Mark�2: 9,6 trillion hydroxyl 
radicals/sec) as standard for better indoor air quality

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

· �Twin, Triple and Double-twin split options
· �Easy connection and control of external fan or ERV using 
the connector PAW-FDC on the indoor unit PCB. The 
external device can be controlled by the remote control of 
the Panasonic indoor unit

R32

192



Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:

CZ-RTC5B

Three phase

10,0�kW 12,5�kW 14,0�kW

Kit KIT-100PT3Z8 KIT-125PT3Z8 KIT-140PT3Z8

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 10,0 (3,0 - 11,5) 12,5 (3,2 - 13,5) 14,0 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 3,64 (3,50 - 5,36) 3,32 (2,77 - 5,33) 2,98 (2,73 - 5,32)

SEER / � s,c 2) 6,5 A++ 241,7% 228,8%

Pdesign kW 10,0 12,5 14,0

Input power Nominal (Min - Max) kW 2,75 (0,56 - 4,10) 3,76 (0,60 - 4,88) 4,70 (0,62 - 5,50)

Annual energy consumption 3) kWh/a 537 — —

Heating capacity Nominal (Min - Max) kW 10,0 (3,0 - 14,0) 12,5 (3,3 - 15,0) 14,0 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 4,24 (3,50 - 5,36) 3,89 (3,41 - 4,52) 3,70 (3,08 - 5,48)

SCOP / � s,h 2) 4,2 A+ 147,4% 145,3%

Pdesign at -10�°C kW 10,0 12,5 13,6

Input power Nominal (Min - Max) kW 2,36 (0,56 - 4,00) 3,21 (0,73 - 4,40) 3,78 (0,62 - 5,20)

Annual energy consumption 3) kWh/a 3 331 — —

Indoor unit S-1014PT3E S-1014PT3E S-1014PT3E

Air flow Hi / Med / Lo m³/min 30,0 / 25,0 / 23,0 34,0 / 28,0 / 24,0 35,0 / 29,0 / 25,0

Moisture removal volume L/h 4,1 5,7 6,9

Sound pressure 4) Hi / Med / Lo dB(A) 42 / 37 / 34 46 / 40 / 35 47 / 41 / 36

Sound power Hi / Med / Lo dB(A) 60 / 55 / 52 64 / 58 / 53 65 / 59 / 54

Dimension H x W x D mm 235 x 1 590 x 690 235 x 1 590 x 690 235 x 1 590 x 690

Net weight kg 40 40 40

nanoe�X  Generator Mark�2 Mark�2 Mark�2

Outdoor unit U-100PZ3E8 U-125PZ3E8 U-140PZ3E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 4,60 - 4,35 - 4,20 6,10 - 5,75 - 5,55 7,60 - 7,20 - 6,95

Heat A 3,95 - 3,75 - 3,60 5,20 - 4,95 - 4,75 6,10 - 5,80 - 5,60

Air flow Cool / Heat m³/min 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 83 87 87

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 7) m 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30

Additional gas amount g/m 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 2,40 / 1,62 2,8 / 1,89 2,8 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1�m in front of the main body and 1�m below the unit. The sound pressure is 
measured in accordance with Eurovent 6/C/006-97 specification. 5)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 6)�Connect the gas socket tube (Ø12,70-Ø15,88) to the gas 
tubing side indoor unit. 7)�Outdoor unit located lower / outdoor unit located higher. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of nanoe™�X OFF.
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SEER and SCOP: For S-6071PT3E + U-60PZ3E5A. INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRT3

Infrared remote controller

Accessories

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

Infrared remote 
controller.
CZ-RWS3 + 
CZ-RWRT3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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PACi�NX Series Elite adaptive ducted unit - PF3 ·�R32

Adaptive ducted unit - PF3.
2 installation possibilities (horizontal / vertical) with high ESP 150Pa allows 
flexible installation.

Technical focus

· �2 installation possibilities (horizontal / vertical)
· �Maximum external static pressure: 150�Pa
· �Selectable inlet air position (rear / bottom entry)
· �Improved drain pan suitable for both horizontal / vertical 
installation

· �Drain pump included
· �nanoe™�X (Generator Mark�2: 9,6 trillion hydroxyl 
radicals/sec) as standard for the long duct piping case*

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

* �The performance of nanoe™�X air can be expected even by 10�m long duct by Panasonic internal 
survey.

Improved drain pan design

Drain pan is shared in both 
cases horizontal and vertical 
installation.
No need to modify the unit.

2 installation possibilities (horizontal / 
vertical)

Vertical installation is available.
ESP 150Pa, sufficient for remotely 
installing units away from the rooms.

Shared 
drain pan

Vertical

Horizontal

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PF3ZH5 KIT-50PF3ZH5  KIT-60PF3ZH5 KIT-71PF3ZH45 KIT-100PF3ZH45 KIT-125PF3ZH45 KIT-140PF3ZH45

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,6 (1,2 - 4,0) 5,0 (1,2 - 5,6) 5,7 (1,2 - 6,3) 6,8 (2,2 - 7,8) 9,5 (3,1 - 11,4) 12,1 (3,2 - 13,6) 13,4 (3,3 - 15,3)

EER 1) Nominal (Min - Max) W/W 4,24 (3,57 - 5,45) 3,42 (3,11 - 5,45) 3,68 (3,15 - 5,45) 3,74 (2,41 - 5,64) 4,09 (2,82 - 5,08) 3,53 (3,00 - 5,00) 3,38 (2,59 - 4,18)

SEER / � s,c 2) 6,8 A++ 6,1 A++ 7,1 A++ 7,1 A++ 7,4 A++ 281,7% 275,9%

Pdesign kW 3,6 5,0 5,7 6,8 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 0,85 (0,22 - 1,12) 1,46 (0,22 - 1,80) 1,55 (0,22 - 2,00) 1,82 (0,39 - 3,24) 3,23 (0,61 - 4,04) 3,43 (0,64 - 4,54) 3,96 (0,79 - 5,90)

Annual energy consumption 3) kWh/a 185 287 281 332 447 — —

Heating capacity Nominal (Min - Max) kW 4,0 (1,2 - 5,0) 5,6 (1,2 - 6,5) 7,0 (1,2 - 8,0) 7,5 (2,0 - 9,0) 10,8 (3,1 - 13,5) 13,5 (3,2 - 15,4) 15,5 (3,3 - 17,4)

COP 1) Nominal (Min - Max) W/W 4,17 (3,23 - 5,45) 3,61 (2,97 - 5,45) 3,74 (3,33 - 5,45) 4,03 (3,16 - 5,41) 3,88 (3,07 - 5,25) 3,46 (3,06 - 5,16) 3,33 (3,14 - 4,29)

SCOP / � s,h 2) 4,5 A+ 4,2 A+ 4,4 A+ 4,7 A++ 4,3 A+ 165,0% 162,6%

Pdesign at -10�°C kW 3,6 4,0 4,7 4,7 7,8 9,3 9,5

Input power Nominal (Min - Max) kW 0,96 (0,22 - 1,55) 1,55 (0,22 - 2,19) 1,87 (0,22 - 2,40) 1,86 (0,37 - 2,85) 2,78 (0,59 - 4,40) 3,90 (0,62 - 5,04) 4,65 (0,77 - 5,55)

Annual energy consumption 3) kWh/a 1 120 1 333 1 495 1 393 2 540 — —

Indoor unit S-3650PF3E S-3650PF3E S-6071PF3E S-6071PF3E S-1014PF3E S-1014PF3E S-1014PF3E

External static pressure 4) Nominal (Min - Max) Pa 30 (10 - 150) 30 (10 - 150) 30 (10 - 150) 30 (10 - 150) 40 (10 - 150) 50 (10 - 150) 50 (10 - 150)

Air flow Hi / Med / Lo m³/min 14,0 / 13,0 / 10,0 16,0 / 15,0 / 12,0 21,0 / 19,0 / 15,0 21,0 / 19,0 / 15,0 20,0 / 26,0 / 21,0 34,0 / 29,0 / 23,0 36,0 / 32,0 / 25,0

Moisture removal volume L/h 0,9 1,9 1,7 2,7 3,2 4,1 4,9

Sound pressure 5) Hi / Med / Lo dB(A) 30 / 27 / 22 34 / 30 / 25 30 / 26 / 23 30 / 26 / 23 33 / 29 / 25 35 / 31 / 27 39 / 35 / 29

Sound power Hi / Med / Lo dB(A) 53 / 50 / 45 57 / 53 / 48 53 / 49 / 46 53 / 49 / 46 56 / 52 / 48 58 / 54 / 50 62 / 58 / 52

Dimension H x W x D mm 250 x 800 x 730 250 x 800 x 730 250 x 1 000 x 730 250 x 1 000 x 730 250 x 1 400 x 730 250 x 1 400 x 730 250 x 1 400 x 730

Net weight kg 25 25 30 30 39 39 39

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-36PZH3E5 U-50PZH3E5 U-60PZH3E5 U-71PZH4E5 U-100PZH4E5 U-125PZH4E5 U-140PZH4E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 4,20 - 4,00 - 3,85 6,90 - 6,60 - 6,35 7,25 - 6,95 - 6,65 9,20 - 8,80 - 8,45 11,50 - 11,00 - 10,50 16,80 - 16,00 - 15,40 19,40 - 18,50 - 17,70

Heat A 4,70 - 4,50 - 4,30 7,35 - 7,00 - 6,75 8,65 - 8,30 - 7,95 9,40 - 9,00 - 8,60 13,60 - 13,10 - 12,60 19,10 - 18,20 - 17,50 22,70 - 21,70 - 20,80

Air flow Cool / Heat m³/min 34,1 / 36,4 42,0 / 42,0 42,0 / 42,0 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 46 / 48 47 / 50 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 67 65 / 69 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 42 42 43 66 84 86 86

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 6) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 7) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 8) m 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30 30 30 30

Additional gas amount g/m 15 15 15 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,13 / 0,76 1,13 / 0,76 1,15 / 0,78 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46 -15 ~ +52 -20�9) ~ +52 -20�9) ~ +52 -20�9) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

nanoe™�X as a standard.
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:New
2023

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRC3

Infrared remote controller and receiver

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

Accessories

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

CZ-56DAF2 Air outlet plenum for S-3650PF3E

CZ-90DAF2 Air outlet plenum for S-6071PF3E

CZ-160DAF2 Air outlet plenum for S-1014PF3E

CZ-RTC5B

Three phase

7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-71PF3ZH48 KIT-100PF3ZH48 KIT-125PF3ZH48 KIT-140PF3ZH48

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 6,8 (2,2 - 7,8) 9,5 (3,1 - 11,4) 12,1 (3,2 - 13,6) 13,4 (3,3 - 15,3)

EER 1) Nominal (Min - Max) W/W 3,74 (2,41 - 5,64) 4,09 (2,82 - 5,08) 3,53 (3,00 - 5,00) 3,38 (2,59 - 4,18)

SEER / � s,c 2) 7,1 A++ 7,4 A++ 281,0% 275,2%

Pdesign kW 6,8 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 1,82 (0,39 - 3,24) 2,32 (0,61 - 4,04) 3,43 (0,64 - 4,54) 3,96 (0,79 - 5,90)

Annual energy consumption 3) kWh/a 332 447 — —

Heating capacity Nominal (Min - Max) kW 7,5 (2,0 - 9,0) 10,8 (3,1 - 13,5) 13,5 (3,2 - 15,4) 15,5 (3,3 - 17,4)

COP 1) Nominal (Min - Max) W/W 4,03 (3,16 - 5,41) 3,88 (3,07 - 5,25) 3,46 (3,06 - 5,16) 3,33 (3,14 - 4,29)

SCOP / � s,h 2) 4,7 A++ 4,3 A+ 165,0% 162,6%

Pdesign at -10�°C kW 4,7 7,8 9,3 9,5

Input power Nominal (Min - Max) kW 1,86 (0,37 - 2,85) 2,78 (0,59 - 4,40) 3,90 (0,62 - 5,04) 4,65 (0,77 - 5,55)

Annual energy consumption 3) kWh/a 1 394 2 540 — —

Indoor unit S-6071PF3E S-1014PF3E S-1014PF3E S-1014PF3E

External static pressure 4) Nominal (Min - Max) Pa 30 (10 - 150) 40 (10 - 150) 50 (10 - 150) 50 (10 - 150)

Air flow Hi / Med / Lo m³/min 21,0 / 19,0 / 15,0 32,0 / 26,0 / 21,0 34,0 / 29,0 / 23,0 36,0 / 32,0 / 25,0

Moisture removal volume L/h 2,7 3,2 4,1 4,9

Sound pressure 5) Hi / Med / Lo dB(A) 30 / 26 / 23 33 / 29 / 25 35 / 31 / 27 39 / 35 / 29

Sound power Hi / Med / Lo dB(A) 53 / 49 / 46 56 / 52 / 48 58 / 54 / 50 62 / 58 / 52

Dimension H x W x D mm 250 x 1 000 x 730 250 x 1 400 x 730 250 x 1 400 x 730 250 x 1 400 x 730

Net weight kg 30 39 39 39

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-71PZH4E8 U-100PZH4E8 U-125PZH4E8 U-140PZH4E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 3,05 - 2,90 - 2,80 3,85 - 3,70 - 3,50 5,65 - 5,40 - 5,20 6,55 - 6,20 - 6,00

Heat A 3,15 - 3,00 - 2,90 4,65 - 4,40 - 4,20 6,50 - 6,20 - 5,95 7,75 - 7,40 - 7,05

Air flow Cool / Heat m³/min 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0

Sound pressure Cool / Heat (Hi) dB(A) 48 / 50 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 65 / 67 69 / 69 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 66 82 84 84

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100

Elevation difference (in / out) 8) m 15 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30 30

Additional gas amount g/m 30 40 40 40

Refrigerant (R32) / CO2 Eq. kg / T 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03

Operating range
Cool Min�~�Max °C -15 ~ +52 -20�9) ~ +52 -20�9) ~ +52 -20�9) ~ +52

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�Medium external static pressure setting from factory. 5)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The 
sound pressure is measured in accordance with Eurovent 6/C/006-97 specification. 6)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 7)�Connect the gas socket tube 
(Ø12,70-Ø15,88) to the gas tubing side indoor unit. 8)�Outdoor unit located lower / outdoor unit located higher. 9)�Pipe length up to 30�m. *�Recommended fuse for the indoor 3�A. **�Above values are in the case 
of standard installation(horizontal installation in the celling, rear side air intake) and nanoe™�X OFF.
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SEER and SCOP: For S-6071PF3E + U-71PZH4E5. SUPER QUIET: For S-3650PF3E + U-36PZH3E5. INTERNET CONTROL: Optional.
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COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRC3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW
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PACi�NX Series Standard adaptive ducted unit - PF3 ·�R32

Adaptive ducted unit - PF3.
2 installation possibilities (horizontal / vertical) with high ESP 150Pa allows 
flexible installation.

Single phase

3,6�kW 5,0�kW 6,0�kW 7,1�kW 10,0�kW 12,5�kW 14,0�kW

Kit KIT-36PF3Z5 KIT-50PF3Z5 KIT-60PF3Z5 KIT-71PF3Z5 KIT-100PF3Z5 KIT-125PF3Z5 KIT-140PF3Z5

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 3,4 (1,5 - 4,0) 5,0 (1,5 - 5,3) 5,7 (2,0 - 6,3) 6,8 (2,6 - 7,7) 9,5 (3,0 - 11,4) 12,1 (3,2 - 13,5) 13,4 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 3,78 (3,51 - 5,00) 2,78 (2,76 - 4,63) 3,54 (2,63 - 5,88) 3,18 (2,69 - 4,56) 3,57 (2,36 - 5,08) 3,40 (2,76 - 5,08) 3,16 (2,56 - 5,08)

SEER / � s,c 2) 6,0 A+ 6,5 A++ 6,4 A++ 6,0 A+ 6,6 A++ 257,4% 252,2%

Pdesign kW 3,4 5,0 5,7 6,8 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 0,90 (0,30 - 1,14) 1,80 (0,32 - 1,92) 1,61 (0,34 - 2,40) 2,14 (0,57 - 2,86) 2,66 (0,59 - 4,84) 3,56 (0,63 - 4,90) 4,24 (0,65 - 5,86)

Annual energy consumption 3) kWh/a 198 267 310 391 502 — —

Heating capacity Nominal (Min - Max) kW 3,4 (1,5 - 4,6) 5,0 (1,5 - 5,9) 5,7 (1,8 - 7,0) 6,8 (2,1 - 8,1) 9,5 (3,0 - 13,5) 12,1 (3,3 - 15,0) 13,4 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 4,15 (3,51 - 5,36) 3,62 (3,06 - 5,36) 4,04 (2,82 - 6,21) 4,00 (3,03 - 5,68) 4,09 (3,00 - 5,08) 3,56 (3,16 - 5,24) 3,76 (3,03 - 5,23)

SCOP / � s,h 2) 4,0 A+ 4,0 A+ 4,4 A+ 4,1 A+ 3,9 A 142,6% 140,6%

Pdesign at -10�°C kW 2,4 3,8 4,4 4,7 7,8 9,3 9,5

Input power Nominal (Min - Max) kW 0,82 (0,28 - 1,31) 1,38 (0,28 - 1,73) 1,41 (0,29 - 2,48) 1,70 (0,37 - 2,67) 2,32 (0,59 - 4,50) 3,40 (0,63 - 4,74) 3,56 (0,65 - 5,28)

Annual energy consumption 3) kWh/a 839 1 303 1 376 1 591 2 795 — —

Indoor unit S-3650PF3E S-3650PF3E S-6071PF3E S-6071PF3E S-1014PF3E S-1014PF3E S-1014PF3E

External static pressure 4) Nominal (Min - Max) Pa 30 (10 - 150) 30 (10 - 150) 30 (10 - 150) 30 (10 - 150) 40 (10 - 150) 50 (10 - 150) 50 (10 - 150)

Air flow Hi / Med / Lo m³/min 14,0 / 13,0 / 10,0 16,0 / 15,0 / 12,0 21,0 / 19,0 / 15,0 21,0 / 19,0 / 15,0 32,0 / 26,0 / 21,0 34,0 / 29,0 / 23,0 36,0 / 32,0 / 25,0

Moisture removal volume L/h 0,9 1,9 1,7 2,7 3,2 4,1 4,9

Sound pressure 5) Hi / Med / Lo dB(A) 30 / 27 / 22 34 / 30 / 25 30 / 26 / 23 30 / 26 / 23 33 / 29 / 25 35 / 31 / 27 39 / 35 / 29

Sound power Hi / Med / Lo dB(A) 53 / 50 / 45 57 / 53 / 48 53 / 49 / 46 53 / 49 / 46 56 / 52 / 48 58 / 54 / 50 62 / 58 / 52

Dimension H x W x D mm 250 x 800 x 730 250 x 800 x 730 250 x 1 000 x 730 250 x 1 000 x 730 250 x 1 400 x 730 250 x 1 400 x 730 250 x 1 400 x 730

Net weight kg 25 25 30 30 39 39 39

nanoe�X  Generator Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2 Mark�2

Outdoor unit U-36PZ3E5 U-50PZ3E5 U-60PZ3E5A U-71PZ3E5A U-100PZ3E5 U-125PZ3E5 U-140PZ3E5

Power supply V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 4,15-4,00-3,85 8,35-8,00-7,65 7,45-7,15-6,85 9,95-9,50-9,10 13,30 - 12,70 - 12,20 17,20 - 16,40 - 15,80 20,50 - 19,60 - 18,8

Heat A 3,85-3,70-3,50 6,45-6,20-5,95 6,55-6,25-6,00 7,90-7,55-7,25 11,60 - 11,10 - 10,60 16,40 - 15,70 - 15,00 17,20 - 16,40 - 15,80

Air flow Cool / Heat m³/min 33,6 / 34,0 32,7 / 31,9 42,6 / 41,5 44,7 / 45,9 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 46 / 47 46 / 46 47 / 48 48 / 49 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 64 / 66 64 / 64 64 / 65 66 / 68 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 619 x 824 x 299 619 x 824 x 299 695 x 875 x 320 695 x 875 x 320 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 32 35 42 50 83 87 87

Piping diameter
Liquid Inch (mm) 1/4 (Ø6,35) 1/4 (Ø6,35) 1/4 (Ø6,35) 6) 1/4 (Ø6,35) 6) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 1/2 (Ø12,7) 1/2 (Ø12,7) 1/2 (Ø12,7) 7) 5/8 (Ø15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 3 - 15 3 - 20 3 - 40 3 - 40 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 8) m 15 / 15 15 / 15 15 / 30 20 / 30 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 7,5 7,5 30 30 30 30 30

Additional gas amount g/m 10 15 15 17 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 0,87 / 0,59 1,14 / 0,77 1,15 / 0,78 1,32 / 0,89 2,40 / 1,62 2,80 / 1,89 2,80 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24 -15 ~ +24

nanoe™�X as a standard.

Technical focus

· �2 installation possibilities (horizontal / vertical)
· �Maximum external static pressure: 150�Pa
· �Selectable inlet air position (rear / bottom entry)
· �Improved drain pan suitable for both horizontal / vertical 
installation

· �Drain pump included
· �nanoe™�X (Generator Mark�2: 9,6 trillion hydroxyl 
radicals/sec) as standard for the long duct piping case*

· �Wired remote control CZ-RTC6WBL and CZ-RTC6BL 
allows easy system setting via Bluetooth®

* �The performance of nanoe™�X air can be expected even by 10�m long duct by Panasonic internal 
survey.

Improved drain pan design

Drain pan is shared in both 
cases horizontal and vertical 
installation.
No need to modify the unit.

2 installation possibilities (horizontal / 
vertical)

Vertical installation is available.
ESP 150Pa, sufficient for remotely 
installing units away from the rooms.

Shared 
drain pan

Vertical

Horizontal

R32
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

CZ-RTC5B

Three phase

10,0�kW 12,5�kW 14,0�kW

Kit KIT-100PF3Z8 KIT-125PF3Z8 KIT-140PF3Z8

Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 9,5 (3,0 - 11,4) 12,1 (3,2 - 13,5) 13,4 (3,3 - 15,0)

EER 1) Nominal (Min - Max) W/W 3,57 (2,36 - 5,08) 3,40 (2,76 - 5,08) 3,16 (2,56 - 5,08)

SEER / � s,c 2) 6,5 A++ 256,2% 251,4%

Pdesign kW 9,5 12,1 13,4

Input power Nominal (Min - Max) kW 2,66 (0,59 - 4,84) 3,56 (0,63 - 4,90) 4,24 (0,65 - 5,86)

Annual energy consumption 3) kWh/a 508 — —

Heating capacity Nominal (Min - Max) kW 9,5 (3,0 - 13,5) 12,1 (3,3 - 15,0) 13,4 (3,4 - 16,0)

COP 1) Nominal (Min - Max) W/W 4,09 (3,00 - 5,08) 3,56 (3,16 - 5,24) 3,76 (3,03 - 5,23)

SCOP / � s,h 2) 3,9 A 142,6% 140,6%

Pdesign at -10�°C kW 7,8 9,3 9,5

Input power Nominal (Min - Max) kW 2,32 (0,59 - 4,50) 3,40 (0,63 - 4,74) 3,56 (0,65 - 5,28)

Annual energy consumption 3) kWh/a 2 795 — —

Indoor unit S-1014PF3E S-1014PF3E S-1014PF3E

External static pressure 4) Nominal (Min - Max) Pa 40 (10 - 150) 50 (10 - 150) 50 (10 - 150)

Air flow Hi / Med / Lo m³/min 32,0 / 26,0 / 21,0 34,0 / 29,0 / 23,0 36,0 / 32,0 / 25,0

Moisture removal volume L/h 3,2 4,1 4,9

Sound pressure 5) Hi / Med / Lo dB(A) 33 / 29 / 25 35 / 31 / 27 39 / 35 / 29

Sound power Hi / Med / Lo dB(A) 56 / 52 / 48 58 / 54 / 50 62 / 58 / 52

Dimension H x W x D mm 250 x 1 400 x 730 250 x 1 400 x 730 250 x 1 400 x 730

Net weight kg 39 39 39

nanoe�X  Generator Mark�2 Mark�2 Mark�2

Outdoor unit U-100PZ3E8 U-125PZ3E8 U-140PZ3E8

Power supply V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Current
Cool A 4,45 - 4,20 - 4,05 5,75 - 5,45 - 5,25 6,85 - 6,50 - 6,30

Heat A 3,85 - 3,70 - 3,55 5,50 - 5,20 - 5,05 5,75 - 5,45 - 5,25

Air flow Cool / Heat m³/min 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 83 87 87

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range m 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out) 8) m 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30

Additional gas amount g/m 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 2,40 / 1,62 2,80 / 1,89 2,80 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ +24 -15 ~ +24 -15 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�Medium external static pressure setting from factory. 5)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The 
sound pressure is measured in accordance with Eurovent 6/C/006-97 specification. 6)�Connect the liquid socket tube (Ø6,35-Ø9,52) to the liquid tubing side indoor unit. 7)�Connect the gas socket tube 
(Ø12,70-Ø15,88) to the gas tubing side indoor unit. 8)�Outdoor unit located lower / outdoor unit located higher. *�Recommended fuse for the indoor 3�A. **�Above values are in the case of standard 
installation(horizontal installation in the celling, rear side air intake) and nanoe™�X OFF.
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SEER: For S-1014PF3E + U-100PZ3E5. SCOP: For S-6071PF3E + U-60PZ3E5A. SUPER QUIET: For S-3650PF3E + U-36PZ3E5. INTERNET CONTROL: Optional.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6WBLW CONEX wired remote controller with Wi-Fi and Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC6BLW CONEX wired remote controller with Wi-Fi and Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRC3

Infrared remote controller and receiver

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

Accessories

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-WTRAY
Tray for condenser water compatible with outdoor elevation 
platform

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

CZ-56DAF2 Air outlet plenum for S-3650PF3E

CZ-90DAF2 Air outlet plenum for S-6071PF3E

CZ-160DAF2 Air outlet plenum for S-1014PF3E

Optional:

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRC3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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Compact and light indoor body, keeping high efficiency

15% lighter weight vs conventional model drastically 
improves installation work.

Conventional model Panasonic model

20,0�kW 100�kg 86�kg

25,0�kW 104�kg 88�kg

Depth was reduced by

230�mm

976�mm

1 205�mm 
Conventional 

model

Compact and light indoor body

Compact and light indoor body, keeping the high 
efficiency, has a split-able design for easy installation 
within a limited narrow space. Plus ease of 
maintenance due to the simplified disassembly design.

Easy pipe work with split-able hide-away indoor 
design

Heat exchanger and fan elements (fan + casing) can 
be separated during installation. The hide-away 
indoor unit is easily reassembled and will fit through 
a narrow space.

High external static pressure, maximum 200�Pa* 
setting

A high static pressure enables the use of long ducts 
for installation in a wide range of spaces.
* S-250PE3E5B.

Panasonic Comfort Cloud App control

Smartphone ready to control of PACi systems with 
Panasonic Comfort Cloud App*.
* Panasonic Wi-Fi Adaptor CZ-CAPWFC1 is required.

1

2

3 4

Easy installation with light components

Indoor unit can easily be split into 3 components, the 
heaviest of which weighs only 48�kg.

Heat Exchanger
Fan

Fan Casing

Dimensions of each component (lightweight design for 
easy disassembly).

486�mm

558�mm

48�Kg

377�mm

427�mm

27�Kg

434�mm

360�mm

11�Kg

The weight is for S-200PE3E5B model.

Maximum 200�Pa* static pressure setting

A high static pressure enables the use of long ducts for 
installation in a wide range of spaces.

3-step static pressure set up.
Selectable of static pressure modes can change 200�Pa / 
130�Pa / 75�Pa for extra installation flexibility.
* In case of S-250PE3E5B.

75�Pa
Factory 
Setting

130�Pa*200�Pa*

Panasonic Big PACi, not only environmentally friendly but 
also a groundbreaking product.
Big PACi with R32 has been introduced with full renewal of its indoor unit, also offering hydronic 
application by PACi Water heat exchanger.
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Optional:

Panasonic Big PACi high static pressure hide-away 20,0-25,0�kW ·�R32

Accessories

CZ-RTC6W CONEX wired remote controller (non-wireless), white

CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white

CZ-RTC6 CONEX wired remote controller (non-wireless), black

CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black

CZ-RTC5B Wired remote controller with Econavi function and datanavi

CZ-RWS3 + 
CZ-RWRC3

Infrared remote controller and receiver

Accessories

CZ-CAPDC3 Demand control for Mini ECOi and PACi outdoor units

CZ-CAPWFC1 Commercial Wi-Fi Adaptor

PAW-PACR4
Interface to run up to 4 indoor unit groups on backup and 
alternative run

PAW-GRDBSE20 Outdoor base ground support for noise and vibration absorption

PAW-GRDSTD40 Outdoor elevation platform 400 x 900 x 400�mm

CZ-CENSC1 Econavi energy saving sensor

CZ-RTC5B

Three phase

20,0�kW 25,0�kW

Kit KIT-200PE3ZH8 KIT-250PE3ZH8

Remote controller CZ-RTC5B CZ-RTC5B

Cooling capacity Nominal (Min - Max) kW 19,5 (5,7 - 21,0) 23,2 (6,1 - 27,0)

EER 1) Nominal (Min - Max) W/W 3,22 (3,09 - 4,52) 3,11 (2,93 - 4,59)

SEER / � s,c 2) 207,0% 190,6%

Pdesign kW 19,5 23,2

Input power Nominal (Min - Max) kW 6,06 (1,26 - 6,80) 7,46 (1,33 - 9,20)

Heating capacity Nominal (Min - Max) kW 22,4 (5,0 - 25,0) 28,0 (5,5 - 29,0)

COP 1) Nominal (Min - Max) W/W 3,61 (3,16 - 4,76) 3,41 (3,05 - 5,00)

SCOP / � s,h 2) 141,3% 142,7%

Pdesign at -10�°C kW 17,0 20,0

Input power Nominal (Min - Max) kW 6,21 (1,05 - 7,90) 8,21 (1,10 - 9,50)

Indoor unit S-200PE3E5B S-250PE3E5B

Power supply V / ph / Hz 220 - 230 - 240 / 1 / 50 220 - 230 - 240 / 1 / 50

External static pressure at shipment (adjustable) Pa 75 3) - 120 - 180 75 3) - 130 - 200

Air flow Hi / Med / Lo m³/min 72 / 63 / 53 84 / 72 / 59

Sound pressure 4) Hi / Med / Lo dB(A) 46 / 44 / 41 47 / 45 / 42

Dimension / Net weight H x W x D mm / kg 486 x 1 456 x 916 / 86 486 x 1 456 x 916 / 88

Outdoor unit U-200PZH2E8 U-250PZH2E8

Power supply V / ph / Hz 380 - 400 - 415 / 3 / 50 380 - 400 - 415 / 3 / 50

Recommended fuse A 30 30

Air flow Cool / Heat m³/min 164 / 164 160 / 160

Sound pressure Cool / Heat (Hi) dB(A) 59 / 61 59 / 63

Sound power Cool / Heat (Hi) dB(A) 77 / 79 78 / 82

Dimension 5) / Net weight H x W x D mm / kg 1 500 x 980 x 370 / 117 1 500 x 980 x 370 / 128

Piping diameter Liquid / Gas Inch (mm) 3/8 (9,52) / 1 (25,40) 1/2 (12,70) / 1 (25,40)

Pipe length range / Elevation difference (in / out) m / m 5 ~ 90 / 30 5 ~ 60 / 30

Pre-charged pipe length / Additional gas amount m / g/m 30 / 60 30 / 80

Refrigerant (R32) / CO2 Eq. kg / T 4,20 / 2,835 5,20 / 3,51

Operating range
Cool Min�~�Max °C -15 ~ +46 -15 ~ +46

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24

1)�EER and COP calculation is based in accordance to EN14511. 2)�For models below 12�kW, the SEER and SCOP is calculated based on values of EU/626/2011. For models above 12�kW, the �s,c / � s,h values is 
calculated based on EN 14825. 3)�Factory setting. 4)�The sound pressure of the units shows the value measured of the position 1,5�m below the unit. The sound pressure is measured in accordance with Eurovent 
6/C/006-97 specification. 5)�Add 100�mm for indoor unit or 70�mm for outdoor unit for piping port. *�No filter included.
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INTERNET CONTROL: Optional.

���

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

���������

1(L) 2(N) 3 4 1(L) 2(N) 3 4

Demand 
controller

Terminal block 
(supplied as optional kit)

Demand response compliant as a standard function
CZ-CAPDC3. This terminal allows demand control of the outdoor unit.
Several setting levels are available:
· �Level-1, 2, 3: 75 / 50 / 0%
· �Level-1, 2 can be set in 40 - 100% (40, 45, 50…95, 100: each 5%)
CZ-CAPDC3 also allows for forced stop which can be used for fire-alarm 
connection on LV3.

Infrared 
remote 
controller.
CZ-RWS3 + 
CZ-RWRC3

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

R32
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Commercial twin, triple and double-twin systems ·�R32
With this system, a single outdoor unit can split its capacity simultaneously across up to 4 indoor units, 
for better distribution within the space. This makes the system particularly apt for common areas. It 
reduces noise concentration and enables the same temperature to be reached around the room. A wide 
variety of the same type of indoor units can be connected in multi combinations (including wall-mounted, 
cassette, hide-away and ceiling).
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PACi�NX Elite from 7,1 to 14,0�kW

Up to 4 indoor units can be connected to the same outdoor unit. Panasonic’s Elite units 7,1, 10,0, 12,0 and 14,0 can 
be installed as twin, triple and double-twin systems. The indoor units can be combined as per the selection table. 
The operation will always be simultaneous. All the indoor units will work with the same settings.

PACi�NX Standard from 10,0 to 14,0�kW

Up to 2 indoor units connectable on the same outdoor. Panasonic’s Standard units can be installed as single and 
twin systems. The indoor units can be combined following the selection table. The operation will always be 
simultaneous. All the indoor units will work with the same settings.

Big PACi Elite from 20,0 to 25,0�kW

Up to 4 indoor units can be connected to the same outdoor unit. Panasonic’s PACi units 20,0 and 25,0 can be 
installed as twin, triple and double-twin systems. The indoor units can be combined as per the selection table. The 
operation will always be simultaneous. All the indoor units will work with the same settings.

1

2

3

COMMERCIAL
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New
2023

Commercial twin, triple and 
double-twin systems ·�R32

PACi�NX Standard outdoor units ·�R32 10,0�kW 12,5�kW 14,0�kW

Outdoor unit single phase U-100PZ3E5 U-125PZ3E5 U-140PZ3E5

Outdoor unit three phase U-100PZ3E8 U-125PZ3E8 U-140PZ3E8

Cooling capacity�1) Nominal (Min - Max) kW 10,0 (3,0 - 11,5) 12,5 (3,2 - 13,5) 14,0 (3,3 - 15,0)

Heating capacity�1) Nominal (Min - Max) kW 10,0 (3,0 - 14,0) 12,5 (3,3 - 15,0) 14,0 (3,4 - 16,0)

Power supply
Single phase V 220-230-240 220-230-240 220-230-240

Three phase V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Connection indoor / outdoor mm² 2x1,5 or 2,5 2x1,5 or 2,5 2x1,5 or 2,5

Air flow Cool / Heat m³/min 73,0 / 73,0 82,0 / 80,0 84,0 / 82,0

Sound pressure Cool / Heat (Hi) dB(A) 52 / 52 55 / 55 56 / 56

Sound power Cool / Heat (Hi) dB(A) 70 / 70 73 / 73 74 / 74

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370

Net weight kg 83 87 87

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Pipe length range Min�~�Max m 5 ~ 50 5 ~ 50 5 ~ 50

Elevation difference (in / out)�2) Max m 15 / 30 15 / 30 15 / 30

Pre-charged pipe length m 30 30 30

Additional gas amount g/m 45 45 45

Refrigerant (R32) / CO2 Eq. kg / T 2,4 / 1,62 2,8 / 1,89 2,8 / 1,89

Operating range
Cool Min�~�Max °C -10 ~ +43 -10 ~ +43 -10 ~ +43

Heat Min�~�Max °C -15 ~ 24 -15 ~ 24 -15 ~ 24

1)�With 4 way 90x90 cassette. 2)�Outdoor unit located lower / outdoor unit located higher.

PACi Elite outdoor units ·�R32

PACi�NX Big PACi

7,1�kW 10,0�kW 12,5�kW 14,0�kW 20,0�kW 25,0�kW

Outdoor unit single phase U-71PZH4E5 U-100PZH4E5 U-125PZH4E5 U-140PZH4E5 — —

Outdoor unit three phase U-71PZH4E8 U-100PZH4E8 U-125PZH4E8 U-140PZH4E8 U-200PZH2E8 U-250PZH2E8

Cooling capacity�1) Nominal (Min - Max) kW 7,1 (2,2 - 9,0) 9,5 (3,1 - 12,5) 12,5 (3,2 - 14,0) 13,4 (3,3 - 16,0) 20,0 (5,7 - 22,4) 25,0 (6,1 - 28,0)

Heating capacity�1) Nominal (Min - Max) kW 8,0 (2,0 - 9,0) 11,2 (3,1 - 14,0) 14,0 (3,2 - 16,0) 16,0 (3,3 - 18,0) 22,4 (5,0 - 25,0) 28,0 (5,5 - 31,5)

Power supply
Single phase V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 — —

Three phase V 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415 380 - 400 - 415

Connection indoor / outdoor mm² 2x1,5 or 2,5 2x1,5 or 2,5 2x1,5 or 2,5 2x1,5 or 2,5 — —

Air flow Cool / Heat m³/min 62,0 / 66,0 76,0 / 70,0 86,0 / 78,0 89,0 / 83,0 164 / 164 160 / 160

Sound pressure Cool / Heat (Hi) dB(A) 48 / 50 52 / 52 55 / 55 56 / 56 59 / 61 59 / 63

Sound power Cool / Heat (Hi) dB(A) 65 / 67 69 / 69 73 / 73 74 / 74 77 / 79 78 / 82

Dimension H x W x D mm 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 996 x 980 x 370 1 500 x 980 x 370 1 500 x 980 x 370

Net weight 1ph / 3ph kg 66 84 / 82 86 / 84 86 / 84 117 128

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 1/2 (12,70)

Gas Inch (mm) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 1 (25,40) 1 (25,40)

Pipe length range Min�~�Max m 5 ~ 60 5 ~ 100 5 ~ 100 5 ~ 100 5 ~ 80 5 ~ 60

Elevation difference (in / out) Max m 15 / 30 2) 15 / 30 2) 15 / 30 2) 15 / 30 2) 30 30

Pre-charged pipe length m 30 30 30 30 30 30

Additional gas amount g/m 30 40 40 40 60 80

Refrigerant (R32) / CO2 Eq. kg / T 1,95 / 1,32 2,70 / 1,82 3,00 / 2,03 3,00 / 2,03 4,20 / 2,835 5,20 / 3,51

Operating range
Cool Min�~�Max °C -15 ~ +52 -20�3) ~ +52 -20�3) ~ +52 -20�3) ~ +52 -15 ~ +46 -15 ~ +46

Heat Min�~�Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24

1)�With 4 way 90x90 cassette. 2)�Outdoor unit located lower / outdoor unit located higher. 3)�Pipe length up to 30�m.

R32
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Rating conditions: Cooling indoor 27�°C�DB / 19�°C�WB. Cooling outdoor 35�°C�DB / 24�°C�WB. Heating indoor 20�°C�DB. Heating outdoor 7�°C�DB / 6�°C�WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Compatible indoor units for multi combinations

Wired 
remote 
controller.
CZ-RTC5B

Wall-mounted Indoor unit Cooling 
capacity

Heating 
capacity

Dimension Sound pressure 1) Air flow 2)

H x W x D Hi / Med / Lo Hi / Med / Lo

kW kW mm dB(A) m³/min

3,6 - 5,0�kW S-3650PK3E 3,6 - 5,0 4,0 - 5,6 302 x 1 120 x 236 35 / 31 / 27 - 40 / 36 / 32 13,0 / 11,0 / 9,0 - 16,0 / 13,5 / 11,0

6,0 - 7,1�kW S-6010PK3E 6,1 - 7,1 7,0 - 8,0 302 x 1 120 x 236 47 / 44 / 40 - 47 / 44 / 40 20,0 / 17,5 / 14,5 - 20,0 / 17,5 / 14,5

10,0�kW S-6010PK3E 9,5 9,5 302 x 1 120 x 236 49 / 45 / 41 22,0 / 18,5 / 15,0

PANASONIC AC SMART CLOUD and 
AC SERVICE CLOUD: Optional.
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PANASONIC AC SMART CLOUD and 
AC SERVICE CLOUD: Optional.
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Ceiling Indoor unit Cooling 
capacity

Heating 
capacity

Dimension Sound pressure 1) Air flow 2)

H x W x D Hi / Med / Lo Hi / Med / Lo

kW kW mm dB(A) m³/min

3,6 - 5,0�kW S-3650PT3E 3,5 - 5,0 4,0 - 5,6 235 x 960 x 690 36 / 32 / 28 - 37 / 33 / 28 14,0 / 12,0 / 10,5 - 15,0 / 12,5 / 10,5

6,0 - 7,1�kW S-6071PT3E 6,0 - 6,8 7,0 - 8,0 235 x 1 275 x 690 38 / 34 / 29 - 39 / 35 /30 20,0 / 17,0 / 14,5 - 21,0 / 18,0 / 15,5

10,0 - 12,5 kW S-1014PT3E 9,5 - 12,1 11,2 - 14,0 235 x 1 590 x 690 42 / 37 / 34 - 46 / 40 / 35 30,0 / 25,0 / 23,0 - 34,0 / 28,0 / 24,0

14,0�kW S-1014PT3E 13,4 16,0 235 x 1 590 x 690 47 / 41 / 36 35,0 / 29,0 / 25,0

4 way 60x60 
cassette

Indoor unit 
(panel CZ-KPY4)

Cooling 
capacity

Heating 
capacity

Dimension indoor / panel Sound pressure 1) Air flow 2)

H x W x D Hi / Med / Lo Hi / Med / Lo

kW kW mm dB(A) m³/min

2,5�kW S-25PY3E 2,5 3,2 243 x 575 x 575  / 30 x 625 x 625 31 / 28 / 25 8,5 / 7,0 / 6,0

3,6�kW S-36PY3E 3,6 4,0 243 x 575 x 575  / 30 x 625 x 625  34 / 30 / 25 9,5 / 7,5 / 6,0

5,0�kW S-50PY3E 5,0 5,6 243 x 575 x 575  / 30 x 625 x 625  39 / 34 / 27 12,0 / 9,5 / 6,5

6,0�kW S-60PY3E 6,0 7,0 243 x 575 x 575  / 30 x 625 x 625  43 / 37 / 31 14,0 / 10,5 / 8,0
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AC SERVICE CLOUD: Optional.

4 way 90x90 
cassette

Indoor unit 
(panels 

CZ-KPU3W/3AW)

Cooling 
capacity

Heating 
capacity

Dimension indoor / panel Sound pressure 1) Air flow 2)

H x W x D Hi / Med / Lo Hi / Med / Lo

kW kW mm dB(A) m³/min

3,6 - 5,0�kW S-3650PU3E 3,6 - 5,0 4,0 - 5,6 256 x 840 x 840 / 33,5 x 950 x 950 30 / 28 / 27 - 32 / 29 / 27 14,5 / 13,0 / 11,5 - 16,5 / 13,5 / 11,5

6,0 - 7,1�kW S-6071PU3E 6,0 - 7,1 7,0 - 8,0 256 x 840 x 840 / 33,5 x 950 x 950 36 / 31 / 28 - 37 / 31 / 28 21,0 / 16,0 / 13,0 - 22,0 / 16,0 / 13,0

10,0 - 12,5 kW S-1014PU3E 10,0 - 12,5 11,2 - 14,0 319 x 840 x 840 / 33,5 x 950 x 950 45 / 38 / 32 - 46 / 39 / 33 36,0 / 26,0 / 18,0 - 37,0 / 27,0 / 19,0

14,0�kW S-1014PU3E 14,0 16,0 319 x 840 x 840 / 33,5 x 950 x 950 47 / 40 / 34 38,0 / 29,0 / 20,0
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���������PANASONIC AC SMART CLOUD and 

AC SERVICE CLOUD: Optional.

Adaptive ducted 
unit

Indoor unit Cooling 
capacity

Heating 
capacity

Dimension External static pressure Sound pressure 1) Air flow 2)

H x W x D Nominal (Min - Max) Hi / Med / Lo Hi / Med / Lo

kW kW mm Pa dB(A) m³/min

3,6 - 5,0�kW S-3650PF3E 3,6 - 5,0 4,0 - 5,6 250 x 800 x 730 30 (10 - 150) - 30 (10 - 150) 30 / 27 / 22 - 34 / 30 / 25 14,0 / 13,0 / 10,0 - 16,0 / 15,0 / 12,0

6,0 - 7,1�kW S-6071PF3E 5,7 - 6,8 7,0 - 7,5 250 x 1 000 x 730 30 (10 - 150) - 30 (10 - 150) 30 / 26 / 23 - 30 / 26 / 23 21,0 / 19,0 / 15,0 - 21,0 / 19,0 / 15,0

10,0 - 12,5 kW S-1014PF3E 9,5 - 12,1 10,8 - 13,5 250 x 1 400 x 730 40 (10 - 150) - 50 (10 - 150) 33 / 29 / 25 - 35 / 31 / 27 32,0 / 26,0 / 21,0 - 34,0 / 29,0 / 23,0

14,0�kW S-1014PF3E 13,4 15,5 250 x 1 400 x 730 50 (10 - 150) 39 / 35 / 29 36,0 / 32,0 / 25,0

*�The data shown in these tables are based on PACi NX Elite combinations. 1)�The sound pressure is measured in accordance with Eurovent 6/C/006-97 specification. 2)�Factory setting.
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PANASONIC AC SMART CLOUD and 
AC SERVICE CLOUD: Optional.

Econavi 
sensor.
CZ-CENSC1

CONEX wired 
remote 
controller, 
black.
CZ-RTC6/BL/
BLW

CONEX wired 
remote 
controller, 
white.
CZ-RTC6W/
BL/BLW

Optional:

R32
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